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What is a TU 
What is 10 n? 
What is the EPS servic | 
What is the TQ service? | 





What is a missing link? 





Semiconductor types 
Very often, a large number of 
equivalent semiconductors 
exist with different type 
numbers. For this reason, 
‘abbreviated’ type numbers 
are used in Elektor wherever 
possible: 

— '741' stands for uA741, 
LM741, MC741, MIC741, 
RM741, SN72741, etc. 

= 'TUP'or'TUN' (Transistor, 
Universal, PNP or NPN 
respectively) stands for any 
low frequency silicon 
transistor that meets the. 
specifications listed in 
Table 1. Some examples 
are listed below. 

= ‘DUS’ or ‘DUG’ (Diode, 
Universal, Silicon or 
Germanium respectively) 
stands for any diode that 
meets the specifications 
listed in Table 2. 

— '8C1078','BC237B', 
"ВСБ47В' all refer to the 
same ‘family’ of almost 
identical better-quality 
silicon transistors. In 
general, any other member 
of the same family can be 
used instead, (See below.) 

For further information, see 
“TUP, TUN, DUG, DUS’, 
Elektor 20, p. 1234. 


Table 1. Minimum 
specifications for TUP (PNP) 
and TUN (NPN). 








VCEO,max |20V 
ites 100 mA 
hfe min 100 
Prot,max |100 mW 
tr min 100 MHz 














Some 'TUN's are: BC107, 
BC108 and BC109 families; 
2N3856A, 2N3859, 2N3860, 
2N3904, 2N3947, 2N4124. 
Some 'TUP's are: BC177 and 
BC178 families; BC179 family 
with the possible exception of 
BC159 and BC179; 2N2412, 
2N3251, 2N3906, 2N4126, 
2N4291. 





Table 2. Minimum 
specifications for DUS (silicon) 
and DUG (germanium). 




















DUS [puc 
Уя тах [25V — ۷ 
IF, max |100mA |35mA 
IRimax ША — |100uA 
Prot max |250mW |250mW 
Cp,max [pF ۴ 





Some 'DUS's are: BA127, 
8۸217, BA218, BA221, 
BA222, BA317, BA318, 
BAX13, 8۵۷61, 4, 
1N4148. 

Some 'DUG's are: 0۸85, 
OA91, OA95, AA116. 


BC107 (-8, -9) families: 

80107 (-8, -9), BC147 (-8, -9), 
8C207 (-8, -9), BC237 (-8, -9), 
80317 (-8, -9), BC347 (-8, -9), 
BC547 (-8, -9), BC171 (2, -3), 
BC182 (-3, -4), BC382 (-3, -4), 
80437 (-8,-9), BC414 
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BC177 (-8, -9) families: 
80177 (8, -9), BC157 (8, 9), 
BC204 (-5, -6), BC307 (8, -9), 
8C320 (-1; -2), 86350 (-1, -2), 
BC557 (8, -9), BC251 (2, -3), 
BC212 (3, -4), ВС512 (3, 4), 
BC261 (-2, 3), BC416. 
Resistor and capacitor values 
When giving component 
values, decimal points and 
large numbers of zeros are 
avoided wherever possible. 
The decimal point is usually 
replaced by one of the 
following international 
abbreviations: 


p (pico) = ۶ 
n (nano) = 10% 
ы (тісго-)= 1075 
m (тин) = ۶ 
k (kilo) = 10° 
M (теда-) = 10° 
б (giga) = 10° 


А few examples: 

Resistance value 2k7: this is 
2.7 ۷6, or 2700 0. 

Resistance value 470: this is 
470 ۰ 

Capacitance value 4p7: this is 
4.7 pF, or 
0.000 000 000 004 7 F 

Capacitance value 10 n: this is 
the international way of 
writing 10,000 pF or .01 uF, 
since 1 n is 10-5 farads or 
1000 pF. 


Mains voltages 
No mains (power line) voltages 
are listed in Elektor circuits. It 
is assumed that our readers 
know what voltage is standard 
in their part of the world! 
Readers in countries that use 
60 Hz should note that 
Elektor circuits are designed 
for 50 Hz operation. This will 
not normally be a problem; 
however, in cases where the 
mains frequency is used for 
synchronisation some 
modification may be required. 





Technical services to readers 

— EPS service. Many Elektor 
articles include a lay-out 
for a printed circuit board. 
Some — but not all — of 
these boards are available 
ready-etched and 
predrilled. The 'EPS print 
service list' in the current 
issue always gives a 
complete list of available 
boards. 

— Technical queries. 
Members of the technical 
staff are available to 
answer technical queries 
(relating to articles 
published in Elektor) by 
telephone on Mondays 
from 14.00 to 16,30. 
Letters with technical 
queries should be 
addressed to: Dept. TQ. 
Please enclose a stamped, 
self addressed envelope; 
readers outside U.K. please 
enclose an IRC instead of 





important modifications 
to, additions to, 
improvements on or 
corrections in Elektor 
circuits are generally listed 
under the heading ‘Missing 
Link’ at the earliest 
opportunity. 
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Digital displays are becoming quite popular — 
even though they sometimes consist of little 
more than numbers painted on a rotating 
drum... This particular type of display is 
beneath the dignity of the electronics enthusiast, 
of course. 

If one is to keep up with the Joneses — or, 
better still, beat them to it! — now is the time to 
install a digital thermometer in the living room. 
Preferably one using seven-segment LED 
displays. 





The next step is to convert this voltage 
into a corresponding number of pulses 
in a ‘voltage-to-frequency convertor’ 
(block B). An even better description 
might be ‘voltage-to-pulse-train con- 
vertor'. 

Finally, these pulses are counted and 
the number of pulses is displayed on 
two  seven-egment LED displays 
(block C). 


Temperature-to-voltage 

Either a normal silicon diode or a silicon 
transistor can be used as temperature 
sensor. The transistor should be wired as 
shown in figure 2. In both cases, the 
voltage drop across the device depends 
on the temperature. When a constant 
current is passed through either device, 





It is not at all surprising that digital 
displays are becoming increasingly 
popular. Admittedly, there is a certain 
element of novelty; but the main reason 
is that they provide a clearly legible 
display. The thermometer described 
here is a good example of this: it is 
much easier to read than the conven- 
tional mercury type! 

The temperature is displayed in whole 











numbers of degrees, so the maximum 
error is + 0.59. Originally, the unit was 
intended for measuring in degrees 
Centigrade and the measuring range was 
chosen to suit the domestic environ- 
ment: 5°... SO C (41° .. ۰ 122°F). 
However, it is a relatively simple matter 
to convert it to the Fahrenheit tempera- 
ture scale. This has the additional 
advantage that it will then measure to 
below the freezing point (measuring 
range 5°... 99°F), so that it can also 
be used for measuring the outside 
temperature. The temperature sensor 
can be connected to the display unit via 
almost any length of cable. 





The basic principle 


The unit consists 
sections (figure 1). 
The first is the temperature sensor 
proper ( a silicon diode) with some 
associated electronics. This is what 
could be called a 'temperature-to- 
voltage converter’ (block A). 


of three distinct 
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1C2— 4* 1/4 324 








Figure 1. Block diagram of the thermometer. 
The temperature sensor is a normal silicon 
diode. 


Figure 2. It is also possible to use a silicon 
transistor as temperature sensor, connected 
as shown here. If the connection to the rest 
of the circuit is longer than 2 ft. (50 cm), 
twin-core screened cable should be used. 





Figure З. The temperature-to-voltage con- 
vertor, The determining factor for the re- 
liability of the thermometer is the stability 
of the reference voltage Vref. This voltage 
(7.1 V) is derived from the very stable voltage 
reference source in the IC in the power 
supply. 





Figure 4. Conversion characteristic of the 
temperature-to-voltage convertor. The lower 
limit of the output voltage is determined by 
the characteristics of the opamps; it cannot 
go much below 100 mV. 


Photo 1. The prototype temperature sensor 
consisted of a transistor glued into the end of 
a length of plastic tubing. This makes the unit 
sufficiently water-tight for use in aquaria or 
out-of-doors. 











the voltage drop varies almost linearly 
with (absolute) temperature. This means 
that if the voltage drop corresponding 
to the first 273 K is subtracted from 
the total drop, the resulting voltage is 
proportional to the temperature in 
degrees Centigrade. Just what the 
doctor ordered! 

This part of the circuit is shown in fig- 
ure 3. D4 is the sensor - this can be 
either a diode or a transistor, as men- 
tioned above. As stated earlier, a con- 
stant current must be passed through 
this diode. The first opamp (A1) and 
transistor T3 are used as a constant 
current source. A reference voltage is 





applied to the non-inverting input of the 
opamip and the voltage at the emitter of 
T3 is applied to the inverting input. The 
circuit will now maintain a constant 
voltage at the latter point, and since this 
voltage appears across a constant resist- 
ance (R8), the current through the 
resistor must also be constant, With the 
component values shown, this current - 
which also flows through the diode - is 
fixed at approximately 0,5 mA, 

The other three opamps together form a 
high-performance differential amplifier, 
the gain of which can be preset with P3. 
The sensor diode D4 is connected to 
one input (pin 5 of A3); a constant 
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Figure 5. The voltage-to-pulse-train convertor. 
6 If the unit has been calibrated properly for 
measuring in degrees Centigrade, the charac- 
teristics will be as shown in the graph. No 
T output is produced if the input voltage is 












































1С2=5/6 CD4050 











below 100 mV; an input voltage between 
100 mV апі 300 mV corresponds to one 
pulse at the output; an input between 
300 mV and 500 mV gives two pulses; and so 
on. 


Figure 6. The counter and display unit is a 
standard TTL circuit. CMOS buffers are used 
for matching the (15 V) outputs of the other 
circuits to the (5 V) level required hi 





Figure 7. The power supply produces three 
supply voltages: 15 volts for the analogue part 
of the circuit, 5 volts for the TTL ICs and a 
very stable 7.1 V reference voltage for the 
temperature-to-voltage convertor. 





Photo 2. The complete unit. 
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voltage, set with P2, is applied to the 
other input (pin 10 of A2). This second 
voltage is the drop which corresponds to 
the first 273° Kelvin, It is now possible 
to set P2 so that freezing point corre- 
sponds to 0 V at the output. If the gain 
of the opamp is set correctly, a tempera- 
ture variation of 50°C will correspond to 
an output voltage variation of 10 V, as 
shown in figure 4. 


Voltage-to-pulse-train 

This part of the circuit is shown in 
figure 5. Its function is to produce a 
series of pulses, whereby the number of 
pulses correspond to the output voltage 
from the preceding circuit. 

Each measuring cycle is initiated by a 
reset pulse from AS. This opamp 
produces one pulse every 2 seconds, so 
the final temperature reading is up- 
dated at two-second intervals. If re- 
quired, a different interval can be set by 
changing the value of C1. 

For a proper understanding of the 
circuit, it is ntial to realise that 
the integrated circuit used here (the 
LM3900) contains four Norton-type 
opamps. The input stages of these 
opamps can be considered as transistors 
with the emitter connected to supply 
common. This means that they must be 
current-driven, and so a resistor is 
included in series with all the inputs in 
this circuit. 

Each measuring cycle now proceeds as 
follows. At the moment that the output 
from AS becomes ‘high’, current flows 
through R9 and D4 into the inverting 
input of A7, causing its output voltage 
to drop to almost 0 V. C3 is discharged 
Since the output of A7 is now praci 
cally zero, the current through R11 will 
be less than the current through R12 
and the output of A8 will also drop to 
О V. This output is used for blanking the 
display during the reset and count cycle. 
After a very short time (5 ms), the 
output of A5 becomes ‘low’. Diodes D2 
and D3 are both blocked now, so the 
second oscillator (A6) is enabled. This 
multivibrator produces short positive 
pulses at two-millisecond intervals. The 
width of the pulses can be set with P1; 














they will normally be approximately 
25 us ‘wide’. 

Each positive pulse from A6 causes a 
fixed current to flow through R10 for 
the duration of the pulse. Opamp A7 
will drive an identical current through 
C3 during this period. A fixed current 
flowing into a capacitor for a fixed 
period corresponds to a specific voltage 
rise across the capacitor. This means 
that the output of A7 will increase in a 
series of steps: each rise from one level 
to the next corresponds to one output 
pulse from A 6 (see figure 8). 

When the output from A7 rises above 
the DC voltage applied to input ‘A’, the 
output of opamp A8 will change from 
zero to almost full supply voltage. This 
voltage is passed through diode D2 to 
block the multivibrator. 


The result of all this is that a series of 
pulses appears at the ‘Hz’ output, the 
number of pulses being proportional to 
the voltage at the *A' input. This pulse 
train is repeated once every two 





seconds .These pulses can be counted 
and displayed as ‘temperature’. 


Pulse-train-to-display 

The counter and display unit is shown 
in figure 6. This is a standard TTL 
circuit. The only unusual feature is the 
interface: the 15 V outputs from the 
preceding stage must be converted to 
the standard 5 V level for TTL. This 
function is performed by a single CMOS 
integrated circuit, type CD4050. It 
contains six buffer stages that are ideal 
for the purpose, and it has the added 
advantage that it only requires a single 
supply voltage (5 volts). 

The reset pulse that starts the count 
cycle in the preceding stage is also used 
to reset the counters (IC3 and IC4). At 
the same time, the blanking pulse turns 
off the display until after the count is 
completed. 


Construction and adjustment 
The design itself is not at all critical, so 
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Parts list for figure 9 


Resistors: 

R1 = 180 Q 
R2,R9,R11 = 1k5 
R3 = 4k7 

R4 = 1k2 

RS=1 0 
R6,R7,R8 = 6k8 
R10 = 18k 
R12... R17 = 100 k 
R18 = 2k2 

P1,P3 = 1 k (preset) 
P2 = 470 Q (preset) 





Capacitors: 

C1,C2,C4 = 100 u/16 V 
C3 = 1000 u/16 V 

C5 =470 p 

Cx = 10 п 





Semiconductors: 

D1,D2 = 1N4001 

D3 = 15 V/1 W zener diode 

D4 = 1N4148 or TUN (see text) 
T1 = 8065478, 8 

T2 = BD135 

T3 = BC109C 

IC1 = 723 (DIL) 

ІС2 = LM324 


Sundries: 

F1 = 100 mA fuse, slow blow 

Tr1 =9...12 V/700 mA trafo 
B1 = 40 V/400 mA bridge rectifier 
cooling fin for T2 








| 


the components can be mounted on the 
board without need for any special 
precautions. 

If the whole unit, including the 
temperature sensor, is built into a box, 
care must be taken to ensure that all 
components that get warm (trans- 
former, power supply and displays) are 
| kept well away from the sensor. 
| However, the sensor does not have to be 
mounted inside the box. For distances 
up to one or two feet, twisted wires can 
be used for the connection; if the 
distance is greater, twin-core screened 
cable should be used as illustrated in 
| figure 2. 

It is advisable to mount a contrast- | 
enhancing filter in front of the displays. 
In spite of its long name, this is nothing 
more than a small sheet of red plastic. 
To calibrate the unit, it is best to use a 
(cheap) multimeter. The procedure is 
then as follows: 
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Parts list for figure 10 


Resistors: 
R1,R5 = 2 
R2,R6,R11,R12 = 1 M 
R3,R7 = 150 k 
R4=10k 

R8 = 2k2 

R9 = 2 

R10 = 22 k 

R13,R14 = 1 k 
R15... R28 = 180 
P1 = 10 k (preset) 


Capacitors: 
Ст =10 4/16 V 
C2,Cx = 10 n 
C3 = 100 n (s 
C4 = 10 u/10 





Semiconductors: 
D5 = 1N4148, DUS 





compatible equivalents see Elektor 3, 
Page 451. 





DP1,DP2 = common-anode seven-segment 
display, such as HP5082/7750. For pin- 
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Figure8. This simplified timing diagram 
illustrates the operation of the voltage-to- 
pulse-train convertor. Note that neither the 
output voltages of the opamps nor the tii 
Scale are shown in true proportion: the 
diagram has been ‘distorted’ for the sake of 
clarity. 





Figure 9. Printed circuit board and com- 
ponent layout for the temperature-to-voltage 
convertor and the power supply (figures 3 
and 7). (EPS 9755-1). 


Figure 10. Printed circuit board and com- 
ponent layout for the voltage-to-pulse-train 
convertor and the counter/display unit 
(figures 5 and 6). (EPS 9755-2). 











— before switching on for the first 
time, it is advisable to remove all ICs 
except ICI from the circuit, Failing 
this, start with Pl in the power 
supply in the mid-position. 

— adjust the TTL supply voltage (pin 3 
of ІСІ) to 5 V, using Pl. Switch off 
again, and plug in the other ICs. 

— connect the multimeter to the 
output of A4. Submerge the 
(insulated!) temperature sensor in a 
glass containing a mixture of water 
and ice cubes. Adjust P2 so that the 
meter just reaches its lowest reading 
(approximately 0.1 V). The idea is 
that this adjustment is just on the 
verge': turning P2 even a fraction 
anti-clockwise should cause a sudden 
increase of the voltage, whereas 
turning P2 clockwise should have 
little or no effect. 

— let the temperature sensor warm up 
to a much higher temperature — 





preferably warm water at 50°C. 
Adjust P3 until the corresponding 
voltage is measured: for 50°C this 
should be 10 V, or for room 
temperature (20°. . .22°C) it should 
be 4.0. . 4.4 V. This adjustment is 
not particularly critical any error 
will be compensated for further on. 
— finally, adjust Pl on the display 
board (not the power supply!) so 
that the display registers the correct 
temperature. 
If no multimeter is available, it is still 
possible to calibrate the unit as follows: 
— Before swiching on, set Pl in the 
power supply to the mid-position. 
This should be sufficiently accurate. 
— submerge the sensor in a glass 
containing a mixture of ice and 
water, and adjust P2 so that the 
display just reaches its lowest count 
(this will usually be either ‘1’ or ‘2’). 
— with P3 in the mid-position, adjust 
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Pl on the display board so that a 
higher temperature is correctly 
indicated. 

— the measuring range should now be 
from just above freezing point to 
approximately 70°C. If the upper 
limit differs widely from this (if it is, 
say, 55°C or 100°C) P3 should be 
adjusted to a different setting; after 
the display has been readjusted with 
Pl, the upper limit can be checked 
again. Repeat this until the upper 
limit is somewhere between 60°C 
and 80°C. 

If a temperature indication in degrees 

Fahrenheit is required, the adjustment 

procedure is rather more complicated: 
first set the TTL supply voltage at 





5 V, according to one of the 
procedures described above 
— increase the value of C3 in the 


voltage-to-pulse convertor (ie. near 
A7) to 150 n or 180 n. 

— set P3 in the mid-position and P2 
somewhat anti-clockwise from the 
mid-position. Place the temperature 
sensor alternately in a glass with ice 
water and a glass of warm water (at 
a temperature of 70° . . . 90°F). 
Allow the reading to stabilise 


properly after each change of tem- 
perature and adjust P1 on the display 
board until the temperature differ- 
correctly indicated. 


ence is For 





instance, with the ice water at a 
temperature of 32°F and the warm 
water at 82°F, the temperature 
difference is 50°F. If the indication in 
the ice water is, say, ‘45°F’, Pl 
should be adjusted until the reading 
in the warm water is ‘95°F’. 
place the sensor in the glass 
containing a mixture of water and 
ice, and adjust P2 until the display 
reads 32" F. 

- if a multimeter is available, check 
that the output voltage of A4 is now 
somewhere between 3 V and 4.5 V 
(with the sensor still submerged in 
ice water). If this is not the case, try 
a different setting of P3 and repeat 
the whole procedure. 

— alternatively, if no multimeter is 
available, check that the maximum 
temperature that can be displayed 
with reasonable accuracy is some- 
where between 105° and 125 F. 
Note that the first digit is not dis- 
played, of course:*1 10^", is displayed 
as 10^. If the maximum tempera- 
ture is well outside either of these 
limits, try a different setting of P3 
and repeat the whole procedure. м 









Modifications to 

Additions to 

Improvements on 
Corrections in 

Circuits published in Elektor 


Albar 

November 1976, E19, page 1110 

While testing the Albar with several 
different types of US transducers, it was 
discovered that by making several minor 
circuit changes the unit's overall sensiti- 
vity can be greatly improved. 

Therefore the following changes should 
be made: 

R12 = short circuit connection 





D1 = deleted 

R3 =4k7 

R4 = 2k2 

R6 = becomes a 3.3 mH coil 





(Toko 0812-332) 
RS = 1k2 for Murata transducers and 
2k7 for Valvo units. 
P1 = replaced by a 1 k (lin) pot,moun- 
ted on the back panel of the Albar. 
RI = changed to a 220 k or 250 k preset 
pot. 
Adjustments 
Set R1 to mid-range, adjust P1 so there 
is 2.6 V DC on the emitter of T3 
Monitor this voltage for a few minutes, 
if it drops away or becomes unstable, 
lower the resestance of R1. Repeat this 
process until this voltage is stable. 











Pocketronics 

In many of the ‘pocketronics’ projects 
in both past and future issues of Elek- 
tor, there is a need for a small audio 
transducer. The Sennheiser HM35, 
which is usually specified, works very 








well but it may be just a little expensive 
for some people. 

An alternative transducer is a cheap ear- 
phone of the type usually supplied with 
inexpensive transistor radios, Due to the 
shape of the air passage these devices 
don’t give much audio power output, 
however, and if the top is pried off all 
the pieces fall out. The solution is to 
apply a small amount of glue to four 
spots around the outside of the 
diaphragm, This keeps everything in 
place and the unit will have a fair audio 
output. The idea is illustrated in the 
drawing, 


glue 






diaphragm 


A further point is the impedance re- 
quired. In the various circuits, several 
different values are given. In practice 
any value between about 500 Q and 1 k 
will be suitable; in some circuits lower 
values are also permissible. 


Sensitive metal detector 
November 1976, E19, page 1116, 


It has been discovered that the Murata 
filter (FL1 = SFD455) can be installed 
in two different directions on the pcb, 
Only one way is correct. For correct 
positioning, Murata put a small ‘dot’ or 
bump on the top of the filter’s plastic 
case. This dot should be located at the 
end of the filter nearest to C1. 
Transistor T3 is shown reversed in 
figure 4. For proper connection, the 
transistor should be rotated 180°. 

The p.c. boards supplied by the EPS 
service are correct. 

It has also been brought to our atten- 
tion that a license is required when 
using heterodyne metal detectors inside 
the UK. Almost every metal detector, 
including the Elektor design is of the 
heterodyne type. 

Furthermore, operation of metal detec- 
tors in the UK is restricted to frequen- 
cies between 16 kHz and 150 kHz. This 
means that the VFO in this design must 
operate between 45.5 and 136.5 kHz. 
The search coil dimensions should be 
adjusted accordingly: the number of | 
turns will have to be drastically 
increased. 

License applications should made to: 
The Home Office 

Radio Regulatory Dept 

Waterloo Bridge House 

Waterloo Road 

London SE1 


Pinning BF494 

The transistor list in E17, p.947 shows | 
the pinning for the BF494 according to | 
the ‘official’ Pro-Electron publication. 
This has proved to be incorrect: the 
correct pinning is shown in the list on 
page 1231 in this issue 


ta 
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Although most readers of technical magazines 
will have had a surfeit of digital clocks by now, 
we feel that the design given here may still be 
of interest. The integrated circuit (Fairchild 
type 3817 D) is quite cheap, and it can be used 
as (snooze) alarm clock, radio alarm clock, stop- 
watch or time switch, to name a few possi- 
bilities. 

All the components will fit on a single small 


| printed circuit board. 
| 


Тһе 3817 D has the major advantage 
that it can drive the display direct — no 
buffer transistors are required. Either 
LED or liquid crystal displays can be 
| used; in the design described here, 
| 7-segment LED displays are used, since 
they are more rugged. 

Since the basic principles of a digital 
clock have already been described many 
times, this article will only deal with the 
construction and possible applications 
of the clock. 

The connections to the IC are shown in 
figure 1, and figure 2 gives the complete 
circuit diagram. The 50 Hz (or 60 Hz) 
mains frequency is passed through a 
simple interference filter (R1/CI) to 
| drive the clock. For 50 Hz operation, 





pin 36 must be connected to the 
positive supply; for 60 Hz operation 
this pin is left floating — an internal 
| 

M 
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Figure 1. Pinning of the 3817D. 


Figure 6. Printed circuit board and com- | 
ponent layouts for the clock (EPS 9500). 
Figures 6a and 6b: copper layout; figures 6c 
and 6d: 12-hour version with Fairchild 
FNDSOO display; figures бе and бї: 24-hour 
version with Hewlett Packard HP5082-7760 
display. Note that either type of display can 
be used for either version. 








‘pull-down’ resistor then holds it at 
‘low’ logic level. | | 
The power supply for the displays is 
connected to a seperate pin on the chip 
(pin 23). For normal operation, this pin 
can simply be connected to the same 
supply as pin 28. However,care must be 
taken to ensure that the display drivers 
cannot be overloaded. The maximum 
dissipation per output is 25 mW and the 
maximum current is 8 mA. A simple 
and adequate solution is to drop the 
excess voltage across a simulated zener 
diode (T1/D1) in the common cathode 
return. 

Pin 37 can be used for display blanking. 
The displays are ‘on’ when this pin is 
connected to the supply. In this case, 
there is no ‘pull-down’ resistor on the 
chip, so R2 has to be added if the 
blanking option is required. This option 
can be useful if the clock is to be run on 
batteries: the wire link on the board 
between pin 37 and positive supply is 
replaced by a pushbutton. Of course it 
will be necessary to add a crystal 
timebase or something similar if battery 
operation is considered. 

The clock can be set to run in either a 
12-hour or a 24-hour mode. The 
12-hours mode is selected by omitting 
the wire link between pin 38 and the 
positive supply.The difference between 
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۱ Parts list. 
| 
Resistors: 
R1 - 
R2 = 100 k (only if blanking is required) 
8 


4k7 | 
33 k 
| R5- 3902 (see text) 
R6 = 4k7 (24-hour version only) 
R7 = 2702 (24-hour version only) 









Capacitors: 
cC 0n 
C2 = 10004/25 V 








Semiconductors: 
Т1 = BC141, 2N3553 


T2, T3= TUN 
e TUP (24-hour version only) 
12 V/100 mW zener 


1N4002 

D3, D4 = LED (З mm ф) 

D5, D6 = DUS (24-hour version only) 

B - bridge rectifier BY164 

DP1... DP4 = HP5082-7760 or FND500 
161 = 38170 


D з OP; or @ | 
Sundries: 
| P Cooling fin for T1 
| 9 Tr = transformer, 12 V/300 mA 
И | | ѕесопдагу 
f j Re = relay, 12 V, >6002 
ia | | j / ө | | ^ 


NN 2 - S4 = single-pole pushbutton 
DA í 
9) ANYS 












" 4 т T^ elector switch, 5-way 


hange-over switch 
S7 - single-pole switch 











the two modes will be discussed later. 
As the circuit diagram shows, all 
displays are driven individually — the 
ос 1117 299 a | | segment drive outputs are not multi- 
plexed. This will often prove to be an 
advantage. However, since the maxi- 
mum drive current per segment output 
is only 8mA, even this continuous 
operation will not produce a particu- 
larly bright display. High-efficiency 
LED displays are advisable, and the 
Hewlett Packard types proved to be the 
most suitable. The Fairchild displays are 
shown as an alternative, since the IC 
is sometimes supplied complete with 
these displays. The printed circuit board 
is designed to  accomodate both 
alternatives. 
The connections to the left-hand display 
(tens of hours) are rather unusual. For 
operation in the 12-hour mode, this 
display is connected as shown in 
figure 4. The ‘b + e’ output causes the 
two right-hand segments to light for 10, 
11 and 12 o'clock. The upper left-hand 
segment ('f' see figure 3) lights to 
indicate *AM', and the lower left-hand 
segment (“е”) indicates ‘PM’. 
For operation in the 24-hour mode, the 
first display is connected as shown in 
figure 5. The ۰1۳2, ‘AM’, ‘PM’ and 
‘b +c’ outputs now produce a ‘0’, ‘1’ or 
27 as required. 
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Ж Ries 
Li 4 x FND 500 
L.i 
3 4 5 
PM AM bsc 
common cathode 

















Leds D3 and D4 are connected to the 
positive supply in the 24-hour mode. 
The value of R5 may have to be altered 
slightly to obtain the correct brightness. 
In the 12-hour mode it is also possible 
(not essential!) to connect these LEDs 
to the *1 Hz' output so that they flash 
on and off in a 1 Hz rhythm, The value 
of RS should not be less than 270€) in 
that case, however. 


Operation 

With switches S1 . . , $4 all open and 5 
in position 1, the clock is in the normal 
time-keeping mode. 

Switches S1 and S2 are for slow and fast 
setting of the clock. 

S5 is used for selecting the display 





mode. As stated above, position 1 is the 
normal mode where the time is dis- 
played in hours and minutes. In 
position 2, the units of minutes are 
displayed on DP2 and the seconds on 
DP3 and DP4. 

Position 3 of S5 is used for setting the 
alarm. The alarm time is displayed in 
hours and minutes; it is set in the same 
way as the clock itself, using S1 and S2. 
The alarm can be reset to 12.00 hrs. 
(12-hour mode) or 00.00 hrs. (24-hours 
mode) by operating SI and S2 simul- 
taneously. 


After setting the alarm, S5 is returned 
to position 1. When the alarm time is 
reached, a DC buzzer can be turned on 
via T2. Alternatively, with S6 in the 





other position, T3 operates a relay 
which can be used to switch on a radio. 
The alarm can be turned off by pushing 
either S3 or S4. S4 turns it off com- 








` 


pletely; S3 is the ‘snooze’ position: if | 


the alarm is silenced with this button, it 
will sound again after 10 minutes. In the 
week-end, for instance, the alarm can be 
put out of action entirely by setting S5 
to position 5. This does not alter the 
setting of the alarm time. 


The radio can be switched on by 


operating S7, for music-while-you-make- ` 


the-bed ... It can also be used as an 
alternative to sleeping pills. For this, 5 
is set to position 4 and S1 and 52 are 
used to set the number of minutes that 
the radio is to stay on. 55 can then be 
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Table 1. 

display S5 in function function | +2 

mode position 51 52 simultaneously 

time (hours. 1 slow | fest as S1 

+ minutes) setting | setting 

seconds 2 stop reset reset clock to 

(+ units of seconds | 12.00 (12-h.) or 

minutes) to 00 00.00 (24-h.) 
(can be used as stopwatch) 

alarm 3 slow fast reset alarm time 

time setting of setting of to 12.00 (12-h.) 
alarm alarm or 00.00 (24-h.) 
time time 

delay time 4 delay, delay, as 2 

before radio slow fast 

is switched off setting setting | 

| L 

time (hours 5 as for position 1 of S5 

* minutes]; 

alarm out of 

action 











Figure 2. Complete circuit of the clock. 


Figure 3. The seven segments of a display are 
indicated by the letters a... g, 





Figure 4. Connections to DP1 for the 
12-hour mode. Note that components 05, 
06, R6, R7 and T4 are omitted in this mode. 





Figure 5. Connections 
24-hour mode. 


to DP1 for the 
Figure 7. For mains-operated radios, the relay 
is mounted inside the set. 


Figure 8. Connections to the relay for a 
battery-operated radio. 





switched back to position 1. The radio 
will now be turned off automatically 
after the alotted time; if it becomes 
desirable for some reason (a change of 
program, for instance) to switch it off 
sooner, S3 can be operated briefly. 
Table 1 summarises the various possible 
operating modes. 


Construction 
A double-sided printed circuit board is 
used (figure 6). There are several 


differences between the 12-hour and the 
24-hour version, but these are clearly 
marked on the component layout and in 
the parts list. 

It is advisable to use a socket for the IC. 
In any case, it should be the last 
component that is mounted on the 
board. 

The buzzer should be suitable for 
operation on 15 V DC, and it should 
not draw more than 100 mA. 

ТІ must be adequately cooled. 

If the radio is mains operated, the relay 
should be mounted inside the radio as 
shown in figure 7. If it is battery 
operated, the relay can be mounted 
inside the clock as shown in figure 8. 
Obviously, the relay contacts should be 
suitable for the currents and voltages 
that it will have to switch. 
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In most large towns and cities (for that matter, 
in many small ones as well!), the parking meter 
is a very familiar sight. Installed in both likely 
and unlikely places in an attempt to alleviate the 
problem of insufficient parking spaces and at the 
same time, as profitable (?) sideline, to raise a 
little money which can then be spent on more 
'no-parking' signs, the parking meter seems to be 
becoming a status symbol for progressive 
communities. If one is careful parking is still 
relatively cheap, but if one forgets to get back 
to the ‘mechanical wonder’ before it gets hungry 
again, one runs the risk of making a much larger 
donation to the city treasury. 

By letting you know when your time is just 
about up, the little unit described here can pay 
for itself in one go. 


The device is programmed by three 
switches which set the time interval 
between 15 and 105 minutes, and it 
will sound an alarm when the preset 
time has elapsed. 

The alarm sounds for about 2 minutes 
and consists of a series of beeps and 
a flashing LED. 


The circuit 

To minimise power consumption, MOS 
ICs were used. Gate N2 and inverter 
N9 are used as the clock pulse generator 
circuit. This oscillator must be adjusted 
to an output frequency of about 2.5 Hz. 
This signal is then divided by a 14 stage 
binary counter (CD4020). The binary 
division outputs 212, 2 and 2 are 
available on pins 1, 2 and 3 respectively. 
These outputs are connected to NAND . 
gate N1 via the three time program 
switches. 






Улгу Уууу 
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Parts list for figures 1 and 2. 


Resistors: 
R1,R4=1M 
R2 = 2M2 

| ЯЗ = 220k 
852 68 к 





Я6 = 100 
Р1 = 250 к preset 


f 
Capacitors: ‘ 
Ci-1n 
C2-470n f 
C3- 303 
Semiconductors: 
D1,D2 = DUS 
D3=LED 
1C1 = CD4023 
1C2 = CD4049 
۱03 = CD4020 


Sundries: 
51...54 = miniature SPDT 
switches 
Audio transducer = modified 1 k* 
earphone or a Sennheiser 
HM35 microphone capsule. 
Battery = 3 x 1.2 V 
miniature mercury. 


* See this month's ‘missing link’. 














When the unit is first switched on a 
short reset pulse is applied to the 
CD4020, resetting all the outputs to] 
zero. If the switches are set as shown in] 
the circuit diagram, pins 2 and 8 of gate] 
NI are held high and the third input to 

N1 is connected to the binary 2 out- 

put. | 
When this output goes high the alarm! 
will sound | 
The time (T) required for this pin to gol | 
high depends on the clock frequency (f)) 
as follows 





For {= 2.5 Hz, | 
mately 820 seconds, or 13 minutes 
40 seconds. | 
The times for various switch settings are} 
given in table 1. 
Once this pin is high, and since the] 
other two were already high, the output), 
of gate NI is low. Therefore the output 
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ICI N1..N3-CD 4023 
1С2= N4,.N9—CD 4049 











of N4 is high, and this enables gate N3. 
The other two inputs of N3 are the 
clock frequency and a tone source (gate 
N3 and inverter N6). Once gate N3 is 
enabled this tone is gated on and off by 
the clock frequency. This gated signal is 
fed to two inverter amplifiers, N7 and 
N8. They are used to drive a LED and a 
small audio transducer. 

A discrete AND gate (D1,D2 and R4) is 
used to switch off the alarm after a 
short time. The parking meter timer can 
be reset by switching the main on-off 
switch (S3) to the off position and then 
back to on. When the unit is not in use 
it should be switched off. 

To test and adjust the circuit, the three 
time program switches should first be 
put in the up position (connected to the 
battery). This should cause the alarm to 
sound and the LED to flash for just 
under 2 minutes. 

PI is used to adjust the clock pulse 
frequency, which should be set at 
2.5 Hz. This frequency is important, 
and a small error in adjustment can 
cause large timing inaccuracies. If no 
frequency counter is available, the 
program switches should all be set in the 














Figure 1. Circuit of the ‘pocketronics’ parking "up' position, so that tlie alarm sounds 
meter alarm. An audible and visual warning is Table 1. as boon ‘ax the unit is activated. The 
given after a programmable preset interval. adir Wanli sound {о 1 DATEN aid 
Figure 2. Printed circuit board and com- 42 seconds. If not, РІ should be ad- 
ponent layout for the alarm. (EPS 9491). E ` justed for that time. Г] 
Switch timeto parking time left 
settings alarm meter — toreturn 
time to meter 
52 51 54 (min: sec) (min. (min: sec) 
|- ++ 13:40 15 1:20 
|+ = + 27:20 30 2:40 
= — + 41:00 45 4:00 
|+ + - 54:40 60 5:20 
= + - 68:20 75 6:40 
+ - – 90 8:00 
--- 105 9:20 
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an invitation to investigate, 
improve on and implement 
imperfect but interesting ideas. 


Class-B output 
stages without 
quiescent current 
(adjustment) 


It is not so easy to dream up a 
circuit for a high-quality class-B 
output stage without quiescent 
current. As a compromise, one 
could consider a circuit where the 
quiescent current does not have to 
be accurately adjusted. However, 
this should not adversely affect 
the quality of the amplifier 
(crossover distortion). And this is 
where the difficulty lies. 








In Elektor 8 (december 1975, p. 1220) 
the ‘current dumping’ principle pr. 
posed by Quad was discussed. This prin- 
ciple is illustrated schematically in 
figure 1. 

Basically, there are two amplifiers A and 
B to drive the load. Amplifier A supplies 
a current КА) to fill the ‘dead zone" 
where amplifier B refuses to do any 
work (I(B) = 0). If required, A can also 
be used to drive B, but that is not essen- 
tial to the principle. If angle 8 of 
figure | can be reduced to (almost) zero, 
A will only have to supply current in 
the dead zone. 

The transistors ۲۱ and T2 in figure 2 
form amplifier B. Amplifier A is the 
differential amplifier which amplifies 
the base-emitter voltage Vpe by a factor 
one. The amplifiers are connected to 
the load RL via the resistors RB and RA, 
respectively 

Let us assume now that a drive voltage 
Vj is applied between the bases of T1/ 
T2 and junction P of figure 2*. As a 
function of Vi, the currents I(A), I(B), 
and IL vary as follows (see figures 1 and 
2): 

The current supplied by amplifier B is: 


IB) = Vi Уе for [vil > [Vp], and 


I(B) = 0 for Vp < Vj < Vp (for Vp 
see figure 1). 





Since the output voltage of A equals 
Vp. its output current is: 
Vbe 
1)۸( = * 
)۸( < 
If RA = RB = К, the total current into 
the load becomes 
m 
IL = КА) + XB) = چ‎ . (Note that in the 
dead zone I(B) = 0, so Уве = Vi!). 


This means that the output current, and 
thus the output voltage Vy, has become 
independent of Vpe: the nasty charac- 
teristics of ۲۱/۲2 have no further effect. 
The principle on which the above set-up 
is based is known as 'adding what is 
lacking’. For further information see the 
list of literature. 





* This is the condition if ‘bootstrapping’ is 
used. It is not an essential condition, how- 
ever: it is also possible to refer the drive volt- 
age to supply common. 



























There is, however, à pitfall. Differential 
amplifier A of figure 2 must operate in 
Class-A for small signals. So quiescent 
current is needed after all!! (Remember 
the fundamental Law of Conservation 
of Misery . . . ). However, it must be 
possible to arrive at a circuit which can 
do without quiescent current adjustment 

in spite of spreads in diode and base- 
emitter voltages. 








An alternative 

The circuit of figure 3 is similar in some 
ways to the one already discussed. It is 
actually an extension of the circuit 
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principle used in the Edwin amplifier 
(Elektor 6, September 1975, p. 910). 
The output stage comprising ТІ ...T4 
must be driven between input and 
ground, not between input and output, 
80 it is connected as an emitter follower. 
In this circuit the fact that the IL-Vj- 
characteristic of an emitter follower is 
highly dependent on the load resistance 
RL is used to good advantage. 
Transistors T1/T2 form amplifier B. The 
dead zone is halved by including D3. 
Transistors T3 and T4 are the ‘adding’ 
amplifier A, D1 and D2 cause a quiesc- 
ent current to flow through T3 and T4. 
The sum of the voltage drops across the 
two resistors R equals the threshold 
voltage Vq of one diode. 

For very low signal levels (Vi), only T3 
and T4 supply current into the load. 
However, as soon as the input voltage 
exceeds + ۲۵۷۵ ТІ and T2 also start to 
conduct alternately. As the level of the 
input signal is increased further, Т1 and 
T2 supply more and more current into 
the load. Under these conditions the 
current supplied by T3 and T4 does not 
increase, however: it is limited to 
approximately ۰ 

This circuit differs from the first sugges- 
tion in that both amplifiers (A and B) 
now operate in Class-B. 

Since the output stage works as an 
emitter follower, the slope of the 
characteristic in the dead zone equals 


about Outside the dead zone, 


1 

(RL + RY 
with T1 and T2 conducting, T3 and T4 
can be considered as supplying a DC 
current into the load. The slope is then 
determined by amplifier B (ТІ and T2), 


so it is about 





, Where S is the 
Кр + = 

slope (mutual conductance) of ۰ 

Both R andi can be made much smaller 


than R[. This means that the slope of 
the overall characteristic is practically 
constant and depends only on RL, Any 
remaining imperfections can be ironed 
out by using overall feedback. 


Why not? 


An entirely different approach to the 
problem can also be considered. 

The magnetization curve of recording 
tape also has a dead zone. It has been 


„found that h.f. ‘bias’ is one method of 
? reducing the distortion caused by this. 


(in the early days of recording, DC bias 
was also tried — but it didn’t work very 
жей... ). 

This might also apply to output stages 
with a dead zone. Anybody who has 
heard the sounds coming out of oscil- 
lating power amplifiers with the quiesc- 
ent current set to zero will know that 
they may sound awful - but there is no 
cross-over distortion! This approach has 
already been tried in a ‘low-fi’ appli- 
cation, with good results (‘Loud-mouth’, 
Elektor 18, October 1976, page 1048). 
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Have you got a 
car ? 







Save this month's 
mailing wrapper in 

case you ever do get 
acar. 












Save this month's 
mailing wrapper for 
your next car. 





















Have you already 
thrown away this month's 
mailing wrapper? 


no yes 





Have a look 





We regret to inform 


you may be you that you will 
interested in have to start digging 
the circuit through the waste 


printed inside 
the wrapper. 


paper. . . . (Please 
note that our tech- 
nical queries de- 
partment does not 
make house calls to 
help you in the 
search.) 
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There are two basic types of speed control for 
electric drills. The most common type simply 
reduces the power to the drill to obtain a lower 
speed; this has the disadvantage that the speed 
of the drill depends on the load. 

A more sophisticated type uses some form of 
feedback to hold the speed more or less constant 
at the required number of revs. The control 
described here is of the latter type. It is suitable 
for most electric drills, no matter what their 
power rating is, although some minor modifi- 
cations will be required for really high-power 
drills. 


For optimum results, the speed of a drill 
should be chosen to suit the type of 
material and the diameter of the drill. 
For ease of operation, it is desirable that 
the speed should remain more or less 
constant independent of the load. Both 
of these requirements can be fulfilled by 
using a sophisticated electronic speed 
control This has the additional 
advantage that the drill will always run 
smoothly, even at low speeds. 


The existing motor. 


If a normal electric drill motor is driven 
with constant current, the torque varies 
with speed as shown in figure 1. This is 
approximately the situation when it is 
driven either directly from the mains or 
through a simple drill speed control 
unit. (Note, however, thet the current 
does not stay constant in either of those 
cases: if the speed decreases, the current 
will increase. This reduces the effect of 
the load to some extent.) 

Off-load, the drill will run, say, at speed 
nı and deliver torque Тү; this corre- 
sponds to point A, on the curve. If the 
load is now increased more torque will 








be required (T2). The operating point 
will therefore slide down the curve to 
point Az, corresponding to speed ۰ 

To keep the speed constant under most 
load conditions, some form of feedback 
is required, 

In the ideal case, the result could be as 
shown in figure 2. Three curves are 
shown here, corresponding to three 
different values of motor current, but 
there are actually an infinite number of 
curves between zero and maximum 
current. Once again we can assume that 
A, is the off-load operating point. 
If the load increases, a higher torque is 
required (T2). Instead of sliding down 
the I, curve, the operating point is now. 
shifted to the 1, curve to a point which 
corresponds to the higher torque at the 
same speed (Az). In other words, the 
motor current is increased in such a way 
that the speed remains constant. 

A normal electric drill works on alter- 
nating current. This means that some 
way must be found to alter the average 
value of an alternating current. The 
standard solution is to full-wave rectify 
it and pass it through a thyristor chop- 
per. 
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The thyristor is turned on at a specific 
point after every zero-crossing, as shown 
in figure 3. Since the 'specific point" 
corresponds to a certain phase angle, 
this is called ‘phase angle control’. In 
the example shown, the average current 
increases from 1, to وا‎ as the phase 
angle decreases from 150° to 45°. It will 
be obvious that 180° corresponds to no 
current, whereas 0° would correspond 
to full drive. 


Motor drive 


The complete circuit of the motor 
control unit is shown in figure 4. It 
consists of a fairly standard thyristor 
control unit with an extra feedback 
loop. The basic control unit works as 
follows. 

A full-wave rectifier (D1. .D4) is 
connected in series with the motor. This 
has the advantage that a thyristor can be 
used for full-wave control. The alterna- 
tive would have been to use a triac, of 
course, but this is more expensive in the 
long run. 

The full-wave rectified AC voltage is 
passed through R1 to a bridge circuit. 
This consists of a capacitive branch 
R2/Pl/Cl and a resistive branch 
R5/P2/R7. The capacitor introduces a 
phase lag in the first branch; the phase 
Shift depends on the setting of P1. 

The Darlington transistors ۲۱ and T2 
are connected between the two legs of 
the bridge. When C1 has charged to the 
point where the voltage on the emitter 
of Tl is 1.2 V higher than the voltage 
on its base, this transistor is turned on. 
This causes both Т1 and T2 to go into 
saturation, triggering the thyristor and 
discharging Cl. This circuit has the 
advantages that the hysteresis is very 
small and that the phase angle can be 
varied over almost 180°. 

The portion of the circuit described so 
far is quite a good drive unit in its own 
right. However, it is not a control unit 























in the true sense: it does not maintain a 
constant speed independent of the load. 
To achieve this a feedback loop must be 
added. 





1 








n=const. 





























Motor control 


A current sensing resistor R8 is included 
in series with the thyristor. The voltage 
drop across this resistor is proportional 
to the current through the motor. This 
voltage is rectified by D5 and C2, and 
used to drive T3 through P3, R9 and 
D6. 

The simplest way to understand the 
operation of this part of the circuit is to 
think of T3 as a voltage-controlled re- 
sistance. 

As the load on the drill increases, its 
speed tends to drop. This causes the 
current through the motor to increase 
(the back EMF decreases with the 
speed), so the voltage across R8 in- 
creases. This, in turn, causes the base 
drive to T3 to increase so that the 


Figure 1. The relationship between motor 
speed and torque for constant-current drive. 


Figure 2. An electronic motor control can 
keep the speed constant in spite of load 
variations. 


Figure 3. The average current through the 
motor can be varied by altering the phase 
angle of the drive to the thyristor. 
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drill control 
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D1...D4= Si-Diode 400V/3A 
yristor 400V/3A 





EIE 


* see text. 








Parts list 


Resistors: 


fa [15 W (see text) 

2k 

00 k lin potentiometer, with 
plastic shaft 

P2,P3 = 5k (preset) 








Capacitors: 


00 n/100 V 
00/25 V 





Semiconductors: 

T1 = ВС 516 

T2, T3 = ВС 517 

D1 . . .D4 = 400 ۷/3۸ (see text) 

= DUS 

Thi = 400 V/3A thyristor (see text) 





Sundries: 
51 = single-pole switch. 

















Figure 4. Complete circuit diagram. 


Figure 5. Printed circuit board and com- 
ponent layout (EPS 9484). 


‘resistance’ of T3 decreases. Provided S1 
is closed, this decreases the voltage on 
the base of T1, causing the thyristor to 
be triggered sooner. The average current 
through the motor increases still 
further, offsetting the tendency for the 
speed to drop. 

Note that this system really works with 
positive feedback! With the component 
values shown, and provided the 
alignment procedure is carried out 
correctly, this will not lead to oscil- 
lation. However, it can have a slightly 
disconcerting tendency to over- 
compensate: under some conditions, 
increasing the load will cause the motor 
to speed up! 

The control loop can be put out of 
action by opening 51. The circuit will 
then operate like any normal speed 
control: the speed can be varied, but it 
will depend on the load to a much 
greater extent. 


Alignment 

Warning: The alignment procedure 

should be carried out with due care and 

using an insulated screwdriver! The 
entire circuit is connected to the mains. 

Alignment now proceeds as follows: 
Open switch Sl: set Pl to the 
maximum resistance. 

— Adjust P2 until the drill runs at the 
lowest speed that will be required. 
Check whether the motor starts 
without any problems when it is 
switched on; if not, readjust P2 
slightly until it does. 

— Turn the slider of P3 to the negative 
end of C2 and close S1. 

— Turn up P3 slowly until the speed of 
the drill just starts to increase. 

This completes the alignment pro- 

cedure. P3 can now'be used to set the 

speed of the drill as required. 

The component values shown will be 

suitable for motors up to 400 W. For 

more powerful motors, diodes ۰ 

D4 and the thyristor will have to be 

replaced by suitably up-rated types. 

Allow an adequate safety margin to 

cope with the heavy currents during 

switch-on. It will also be necessary to 
decrease the value of R8 accordingly. 


Construction 

As noted earlier, the entire unit is 
connected to the mains. Since it may 
well be used in damp surroundings, due 
care must be taken when building the 
unit and it must be built into a well- 
insulated box. For the same reasons, 1 
must be a type with an insulated 
(plastic) shaft. 

The mains connections should be good 
quality mains cable (three-core), with a 
rubber grommet and a cable clamp 
where it enters the box. A mains outlet. 
can be mounted on the box for the 
connection to the drill. к 
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Type 


TUN 
ТОР 
AC126 
AF239 
BC107 
BC108 
BC109 
BC140 
BC141 
BC160 
BC161 
BC182 
BC212 
BC546 
BC556 
80106 
BD130 
BD132 
BD137 
80138 
BD139 
BD140 
BDY20 
BF180 
ВЕ185 
ВЕ194 
BF195 
BF199 
BF200 
BF254 
BF257 
BF494 
BFX34 
BFXBO 
BFYSO 
85X19 
85х20 
BSX61 
HEP51 
HEPS3 
HEPS6 
MJE171 
MJE180 
MJE181 
MJE340 
MPS A05 
MPS A06 
MPS A09 
MPS A10 
MPS A13 
MPS A16 
MPS A17 
MPS A18 
MPS A55 
MPS A56 
MPS ШОТ 
MPS 005 
MPS U56 
MPS2926 
MPS3394 
MPS3702 
MPS3706 
MPS6514 
TiP29 
ТІРЗО 
ТІРЗ1 
ТІРЗ2 
TiP140 
TiP142 
TIP2955 
TiP3055 
TIP5530 
2N696 
2N706 
2N914. 
2N1613 
2N1711 
2N1983 
2N1984 
2N2219 
2N2222 
2N2925 
2N2955 
2N3054 
2N3055 
2N3553 
2N3568 
2N3638 
2N3702 
2N3866 
2N3904 
2N3905 
2N3906 
2N3907 
2N4123 
2N4124 
2N4126 
2N4401 
2N4410 
2N4427 
2N5183 





Zz2z292229922992222v22222222229z29z2z2929z2z229229229222z222Z2222292Z2922222229222222229292922929299222229992 
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comments 


‘grounded base: f 


grounded base: 
grounded base: 
grounded етт 
‘grounded emi 
grounded emitter: 
‘grounded base: 





grounded emitter: 


grounded emitter. 
‘grounded emitter: 


grounded emitter: 
grounded emitter: 


Darlington. 
Darlington. 





700 MHz 


fr. 


675 MHz 
220 MHz 
260 MHz 
200 MHz 
550 MHz 
fT- 240 MHz 

260 MHz 
90 MHz 
260 MHz 
70 MHz 





150 MHz 


me 
fT = 200 MHz 


tr = 750 MHz 


+ = 300 MHz 
fr= 100 MHz 


tr = 480 MHz 


+ MJE2955, TIP29551 


fr = 500 MHz 


fp- 700 MHz 


fp 700 MHz 


3 
= 
3 

c 
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tup-tun-dug-dus 





TUF 


Tull 


Tur 

тип 

num 
nuca 


Wherever possible in Elektor circuits, transis- 
tors and diodes are simply marked “ТОР” 
(Transistor, Universal PNP), ‘TUN’ (Transistor, 
Universal NPN), ‘DUG’ (Diode, Universal Ger- 
manium) or "DUS' (Diode, Universal Silicon). 
This indicates that a large group of similar 
devices can be used, provided they meet the 
minimum specifications listed in tables 1a and 
1b. 

For further information, see the article "TUP- 
TUN-DUG-DUS' in Elektor 1, p. 9. 
















































































































































































































Table 6. Various equivalents for the BC107, 
type Uceo lc hfe Ptot fT -108, . . . families. The di 
max max min. | max min. с а) standa pé ^ 
ict i i ifi- 
TUN NPN 20V 100 mA 100 100mw | 100MHz perii سم‎ d эче» ка 
TUP PNP 20V | 100mA 100 100 mW | 100 MHz Luces ease 
NPN | PNP Case | Remarks 
Table 1a. Minimum specifications for TUP and = 
TUN. BC 107 | BC 177 
Table 1b. Minimum specifications for DUS and BC 108 | BC 178 `Q 
DUG. BC 109 | BC 179 5 
T BC 147 | BC 157 < |Pmax = 
UR IF IR Ptot ср max 
me max max max max max 4 ese 250 mW 
DUS Si 25V | 100 тА ТДА 250 mW 5pF ы 
DUG Ge 20 V 35mA | 1004A 250 mw 10 pF BC 207 | BC 204 
BC 208 | BC 205 ©) 
BC 209 | BC 206 1 
Table 2. Various transistor types that meet the Table 4. Various diodes that meet the DUS or 96237 | 86307 | 2 
TUN specifications. DUG specifications. BC 238 | BC 308 B 
= ; |8с239 | BC 309 3 
TUN DUS DUG |  |BC317| BC 320 S 
BC 107 BC 208 BC 384 BA 127 BA 318 OA 85 86318 | всз21 | (2: 150 тА 
ВС 108 ВС 209 BC 407 ВА 217 BAX13 OA91 BC 319 | BC 322 
BC 109 BC 237 BC 408 BA 218 BAY61 OA 95 BC 347 | BC 350 = 
BC 147 BC 238 BC 409 BA 221 1N914 АА 116| [BC 348 | BC 351 Ç: 
BC 148 BC 239 BC 413 | 2^ 22 134148 ВС 349 | ВС 352 
ВС 149 BC 317 86414 | | КЕСТИК Seas mee 
ВС 171 BC 318 BC 547 
вс 408 | BC 418 | ч 250 mw 
8C 172 BC319 BC 548 = 
Bead BC 409 | BC 419 
BC 173 BC 347 Table 5. Minimum specifications for the 
BC 182 BC 348 BC 582 | 86107, -108, -109 and BC177, -178, -179 BC 547 | 557 тү |Pmax = 
BC 183 BC 349 BC 583 | families (according to the Pro-Electron BC 548 | BC 558 GÇ: 500 mW 
BC 184 BC 382 ВС 584 | standard). Note that the BC179 does not BC 549 | BC 559 
BC 207 BC 383 necessarily meet the ТИР specification 
ар Ш BC 167 | ВС 257 ET] 169/259 
BC 168 | BC 258 JET) tcmax = 
[ BC 169 | BC 259 e 50 mA 
NPN PNP 
| BC 171 | BC 251 ^. |251...253 
Table 3. Various transistor types that meet the | BC 107 BC 177 BC 172 | BC 252 € low noise 
TUP specifications. | BC 108 BC 178 BC 173 | BC 253 
| BC 109 BC 179 
BC 182 | BC 212 E ТШ” 
TUP 3 Veeg 45V 45V BC 183 | BC 213 `g 200 mA 
BC 157 BC 253 BC 352 max سب‎ ۷ BC 184 | 214 
BC 158 BC 261 BC 415 | | J v - 
T BC 582 | BC 512 m 
BC 177 BC 262 BC 416 Vebo 6V 5V BEERS & max" А 
BC 178 BC 263 ВС 417 5V Бү Бк acier 
BC 204 BC 307 BC 418 mar 5۷ 5۷ E 
BC 205 BC 308 BC 419 BC 414 | BC 416 low noise 
BC 206 BC 309 BC 512 к | 100тА | 100mA BC 414 | BC 416 С) 
BC212 |  8C320 BC 513 max JOOMA? | 4900 mA BC 414 | BC 416 
BC213 | 1 BC 514 | | 100mA 50 mA | VERTIT 
806214 |  8c322 ВС 557 | | Pio 300 mW | 300 mw TENES TT 
| | ۳ 
هت‎ 722 259 acere max | S300mw | 300mw BC 413 | BC 415 g 
BC 252 BC 351 BC 559 300 mw | 300 mw 
سح‎ BC 382 
| 150MHz | 130MHz BC 383 g 
min, 150 MHz 130 MHz BC 384 
150 MHz 130 MHz BC 437 Р 
max = 
h t0 9a 10 dB BC 438 p 220 mW 
Tur 12 [SE ES 
E vu BC 467 Р, 
L á max = 
ï um BC 468 Ô T 220 mw 
The letters after the type number BC 469 | = 
DIE Bree => c 
A: a! 1, Һе) = 125-260 BC 262 <Q 
Ё Biss в: a’ = 240-500 BC 263 
۹8 = C: iat = 450-900. 
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MSI and LSI chips as used in clocks, 
pocket calculators and the like are now 
being offered at surprisingly low prices. 
However, if they are intended for 
driving a display the readout infor- 
mation is often presented in multi- 
plexed seven-segment format. 

This is all right for the display, but it is 
not much use for anything else. 

If a ‘normal’ digital output is added, the 
field of application can be extended to 
include the use of a printer as well as 
other devices. What is required is a unit 
that will convert the seven-segment code 
into a binary coded decimal format 
(BCD). The BCD output will still be 
multiplexed, but this is easily remedied 
by adding a series to parallel converter 
(a shift register). 

The circuit shown in figure 1 performs 
the seven-segment to BCD code conver- 
sion. This particular circuit requires 
positive logic inputs, that is to say, an 
energised segment must correspond to 
logic ۰ 

Figure 2 shows the circuit for negative 








Table 1 


Decimal to seven-segment to BCD encoding 





Deci.  Seven-segment BCD 
mal 
abcdefg DCBA 
азоо 050 
10110000 0001 
D` TT Gy ЖАЛ ДӨ. З со Тоуба 
$ ۱ 3 ۱ ار‎ A On OF ۱ 8 
а оа оо то EA 0:50 
RPO COL 97 04470 3 
6: 0۱۵ 1 47974 ^0. 0-1 G 
7 1 19070 0-0 DEN 
3 ۲ 151946371 ٩۱ F0).0270 
Past WAG Учан 1:0: ۵ ۷ 
Bark Су 



























































logic, where an energised segment corre- 
sponds to logic ‘zero’. Only 5 out of the 
7 available segment outputs are used, as 
shown in the diagram, since these are 
sufficient to produce the conversion to 
BCD code. 

Table 1 shows the relationship between 
the ‘improved’ (figure 3b) seven-segment 
code and the BCD code. The circles 
around the ‘1’ in columns ‘a’ and ‘d’ for 
decimals 6 and 9 respectively, indicate 
that a ‘1’ will appear in these places in 
the ‘improved’ code and a ‘zero’ in the 
non-improved code (figure 3a). The 
converter will supply the same BCD 
code at the output in both cases. 

With the segments de-energised, as when 
all the inputs are ‘zero’ in figure 1 the 
blanking output will also be ‘zero’. This 
can be utilised to block the information 
at the BCD output if required. In some 
cases it can also be used for clocking a 
shift register which is used to un- 
scramble the multiplexed output from 
an IC. к 


Figure 1. Code converter circuit for positive 
input logic. Information given by segments c 
and d is redundant and therefore not 
included. 






Figure 2. Code converter circuit for negative 
input logic. 


Figure 3. The improved code is sometimes 
used to give better readability to these digits. 


Blanking 
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In the article entitled 'Phasing' (Elektor No. 6) 
mention was made of the analogue shift 

register type TCA 590. Unfortunately, this 
particular 1С was never generally released, but 
an improved version, the TDA 1022, is now 
available. In this article some applications of 

the TDA 1022 are described, including a phasing 


and vibrato unit. 


Many interesting effects may be pro- 
duced by delaying an audio signal, 
depending on the delay time and how 
the delayed and direct signals are pro- 
cessed. For example, if a delayed signal 
is mixed with the direct signal then, at 
frequencies where the delay is an odd 
number of half periods of the signal 
waveform the two signals will be 180° 
out of phase and will cancel. If a signal 
is passed through a delay unit whose 
delay can be continuously varied in a 
cyclic manner then the signal can be 
frequency modulated giving a vibrato 
effect. Longer delays can be used to 
give echo and reverberation effects, 
though these are not discussed іп 
detail in this article. 


Delay Lines 

Until recently the only delay units 
available to the amateur were of the 
spring line type. In this type of delay 
unit an acoustic signal is fed into one 
end of a helical spring by a transducer. 
The signal travels round the coils of the 
spring until it reaches the other 
end where a second transducer recon- 
verts it to an electrical signal. This type 
of delay line has many limitations. It 
is extremely microphonic and so must 
be mounted on an isolating suspension 
system. If the transducers are not 
properly matched to the spring there 
may be reflections up and down the 
line, and finally the spring exhibits 
resonance modes of its own, so that 
the frequency response is far from flat. 

The trend now is toward completely 





electronic forms of delay. What these 
all have in common is that the signal 
is not transmitted through the delay 
unit continuously, but is sampled (at a 
frequency at least twice the highest 
signal frequency). The sampled signal is 
then clocked through a shift register and 
arrives at the output after n clock pulses, 
where n is the number of bits in the 
shift register. The reconstituted signal 





is then passed through a low-pass filter 
to remove the clock frequency com- 
ponent. 

The shift register may be digital or ana- 
logue. Since a digital shift register can 
only deal with logic ‘0’ or ‘1’ levels it 
must be preceded by an A/D converter 
to convert the sampled signal voltage 
to a corresponding digital code. 

At the output the digital code is 
changed back into an analogue signal 
by a D/A converter. Systems using 
analogue shift registers are much simpler, 
since such shift registers can accept 
analogue signals direct. However, the 
circuit simplicity is to some extent 
offset by the greater cost of the ana- 
logue shift register IC's. 

Analogue shift registers are commonly 
referred to as 'bucket-brigade' memories, 
the reason being that their operation is 
analogous to a chain of men passing 
buckets of water from hand to hand 
when fire-fighting. In the case of the 
analogue shift register the ‘buckets’ 
are capacitors and the ‘water’ is packets 
of electric charge corresponding to each 
sample of the signal waveform. Of 
course the capacitors do not move, but 
charge is transferred from one capacitor 
to another. 

The bucket analogy is developed further 
in figures la and 1b, which show just 
four of the buckets in a chain. In figure 
la at time t the odd-numbered buckets 
(capacitors) carry amounts of water 
(charge) corresponding to the samples 
taken of the signal waveform. The even- 
numbered buckets are empty. Each odd- 
numbered bucket is then emptied into 
the next even-numbered bucket, so that 
by time t + 1⁄2 the water has been 
transferred to the even-numbered 
buckets. The final step is to pour the 
water from the even-numbered buckets 
into the next odd-numbered bucket, so 
that by time t + 1 the water will have 
been transferred to the right by two 
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2 
buckets. Figure 1b shows a different Figure 1. Principle of the 'bucket-brigade' 
method of obtaining the same result. shift register. 


In this case the even-numbered buckets 
start off full of water. The odd- 
numbered buckets are then filled from 
the even-numbered buckets, so that at 
time t + 1⁄2 the odd-numbered buckets 
are full while the even-numbered 
buckets contain the amount of water 
originally in the odd-numbered buckets. 





Figure 2. Basic arrangement of the analogue 
shift register showing two-phase clock con- 
nections. 





The even-numbered buckets are then 
filled from the odd buckets, so that at 
time t + 1 the even buckets are again 
full, but the amounts of water in the 
odd buckets have been shifted two 
places to the right. 

In the analogue shift register IC the 
‘buckets’ are, of course, capacitors and 
charge is transferred from one capacitor 
to another through FET switches con- 
trolled by a two-phase clock, that is to 
say the clock pulse generator has two 
outputs, and when one output is high 
the other is low. In figure 2 Cl is 
charged to a voltage equal to the instan- 
taneous value of the input signal. If the 
other capacitors are all initially charged 
to a higher voltage then when clock 1 
is high and Sla, b, c, . . . are open cur- 
rent will flow from C2 into СІ, and the 
voltage on C2 will fall. Then when clock 
2 goes high current will flow from C3 
into C2. 

When clock 1 again goes high current 
will flow from C4 into C3, and so on. 
In this way the input signal will be 
transferred through the shift register. 
This is of course a gross simplification 
of the operation of the IC, since if 
Sla, b, c, .. . and S2a, b, c, . . . were 
nothing more than  clock-driven 
switches C3 would not discharge to 
the initial voltage on C2: both capaci- 
tors would assume a voltage midway 
between the initial voltage on C2 and 
that on C3. The actual operation of 
the IC is considerably more complex, 
to ensure that the voltage presented at 
the input is faithfuly transferred 
through the capacitor chain without 
distortion or attenuation. 

The basic internal circuit of the TDA 
1022 is given in figure 4. The IC con- 
tains a total of 514 FET switches and 
their associated capacitors. The input 
signal is fed to pin 5. When clock 1 
(pin 1) is high the first FET will be 
switched on and the first capacitor 
will charge to the instantaneous value 
of the input signal. When clock 2 goes 
high Т1 will turn on and the second 
capacitor will discharge through Tl 
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into the first capacitor until the voltage 
on the first capacitor (and on the 
source terminal of T1) has risen suf- 
ficiently to cause 11 to cut off. The 
voltage across the second capacitor is 
now equal to the initial voltage on the 
first capacitor. When clock 1 again goes 
high the third capacitor will discharge 
into the second capacitor through T2 
and the unmarked FET (these are 
included to improve the blocking 
characteristics of the switches) and so 
on. The IC is provided with two outputs, 
one from the even-numbered FET 
no. 512 and one from the odd-num- 
bered FET no. 513. 


The output waveform from FET 513 is 
the same as that from 512, but delayed 
by half a clock pulse. Since the input 
waveform (figure 3a) is sampled only 
during the odd numbered clock pulses 
then if only one of the outputs were 
used the output waveform would con- 
sist of a sequence of samples with gaps 
between them (figures 3b and 3c). This 
would contain a very large component 
at the clock frequency, which would 
be difficult to eliminate. However, by 
mixing outputs 512 and 513 (figures 3b 
and 3c) the gaps can be ‘filled in’ 
giving a waveform as in figure 3d. The 
small switching spikes can easily be 
removed by a low pass filter so that the 
original waveform is recovered (figure 
3e). 


Practical Applications 

The sampled signal passing through the 
TDA 1022 is shifted two places per 
clock pulse period (one place during 
the odd clock pulse and one place 
during the even clock pulse). It will 
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thus require a delay of 256 clock pulses 
for a signal to pass from the input to 
output 512. The manufacturers data 
tates that clock frequencies between 
5 kHz and 500 kHz may be used, so 
that the time delay introduced by the 
IC may be varied between 51.2 ms and 
512 us. To obtain longer delays several 
IC's may be cascaded. 

The lowest clock frequency that may be 
used in any particular application is 
dependent on the highest signal fre- 
quency. The clock must be at least 
twice the highest signal frequency. In 
practice, so that the clock frequency 
may easily be filtered out without 
attenuating the high-frequency com- 
ponents of the signal, even higher clock 
frequencies may be used, but this of 
course reduces the delay time. 








Block diagrams of three basic appli- 
cations of the TDA 1022 are given in 
figures 5-7. The simplest application 
is as an audio delay line (figure 5), and 
in this application all that is required 
is the TDA 1022 and a two-phase clock 
generator. Vibrato effects may be ob- 
tained by making the clock generator 
a voltage controlled oscillator and 
modulating it with a low frequency 
signal (figure 6). In this way the 
sampled signal is alternately 'speeded 
up’ and ‘slowed down’ in its passage 
through the shift register thus intro- 
ducing phase modulation. This has 
considerable advantages when used in 
electronic organs over the usual method 
of producing vibrato (i.e. modulation 
of the master oscillators). Since fre- 
quency modulation of the master 
oscillators is no longer required they 
can be made much more stable. Also, 
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Figure 3. Showing sampling of an analogue 
signal and mixing of odd and even outputs to 
minimise clock frequency component. 


Figure 4. Basic internal circuit of the 
TDA 1022. 


Figure5. The TDA 1022 connected as an 
audio delay line. 


Figure 6. Vibrato using the TDA 1022. 


Figure 7. The TDA 1022 as a phasing unit. 
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| vibrato may be applied to only опе 

manual of the organ if required, and not 
| necessarily to all manuals and pedals, as 

is the case with the older method. 

Vibrato may also be applied to any 

other instrument or combination of 

instruments — even to recordings of a 

full orchestra — with interesting results. 

The third effect obtainable with the 
| TDA 1022 is phasing (figure 7). Here 
the direct and delayed signals are 
summed, resistors Ry and Rz being 
chosen so that both signals have the 
same amplitude. At frequencies where 
the delay is equal to an odd number of 
half-periods of the signal frequency the 
direct and delayed signals will be 180 
out of phase and will cancel each other 
out. For example, if the delay is set to 
5 ms and the input frequency is 100 Hz 
cancellation will occur since the half- 
period of a 100 Hz signal is 5 ms and 
the delayed signal will thus arrive 180° 
out of phase with the direct signal. This 
would also be true at frequencies of 
300, 500, 700 Hz etc. Conversely, at 
frequencies where the delay is an even 
number of half-periods the delayed and 


Figure 8. ‘Comb filter’ response of the phasing 
unit. 


Figure9. Complete circuit of a phasing and 
vibrato unit using the TDA 1022. 
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direct signals will be in phase and will 
reinforce, in the example given this 
would occur at frequencies of 200, 400, 
600 Hz etc. This type of response pro- 
duces a series of attenuation notches 
throughout the spectrum at the odd 
harmonics of the fundamental fre- 
quency (ie. the frequency at which 
the delay equals one half-period) and 
in consequence is known as a comb- 
filter response An example is given in 
figure 8. 

The phasing effect may be further 
enhanced by frequency-modulating the 
clock generator with a low-frequency 
signal, thus varying the delay and 
sweeping the comb response up and 
down the spectrum. 

A complete practical circuit for a 
phasing and vibrato unit is given in 
figure 9, The low-frequency vibrato 
oscillator is a phase-shift oscillator 
comprising T4, T5 and the associated 
frequency determining components. 
Three frequency ranges may be selected 
by S3, i.e. approx. 0.3 to 1.3 Hz, 0.9 to 
2.8 Hz and 2 to 6.5 Hz, but due to the 
capacitor tolerances the actual ranges 
may vary considerably from this. How- 
ever this is not a great disadvantage as 
the frequency in each range may be 
continuously varied by P4. 

The output of the vibrato oscillator is 





taken from the emitter of TS, amplified 
by T6 and used to frequency modulate 
an XR2207 voltage controlled oscillator 
(VCO). The amplitude of the vibrato 
signal, and hence the frequency devi- 
ation of the VCO may be adjusted by 
P3. The free-running or centre fre- 
quency of the VCO is set by P2. An 
external vibrato signal may be fed in at 
points ‘ext 1” or ‘ext 2° by switching 
S2 or S4 to the appropriate position. 
The sensitivity of the ext 1 input is of 
the order of a few volts, whereas the 
ext 2 input, feeding into T6, has a 
sensitivity of a few hundred millivolts. 
With no external input S2 may be used 
to switch out the internal vibrato oscil- 
lator. In this case R40 keeps CIO 
charged to the same potential as the 
collector of T6 so that when the 
internal vibrato is switched back in 
there is no switch-on transient. How- 
ever, leakage of the internal vibrato 
signal through this resistor may be a 
problem, in which case it may be 
increased or omitted. 

The XR2207 has only a single-phase 
output, so this output is fed to a TTL 
flip-flop which divides the output fre- 
quency by two and also provides two- 
phase outputs from its Q and Q pins. 
The 5 V supply required by this IC is 
provided by a simple stabilizer built 





around zener diode D1 and T3. 

The outputs of IC3 drive a buffer stage 
comprising Т1 and T2, which is rather 
special for several reasons. Firstly, since 
each 'bucket' capacitor in the IC is 
about ] pF the two-phase clock must be 
able to drive a large capacitive load, 
since it sees all these capacitors connec- 
ted in parallel. Secondly, the risetime 
of the clock pulse edges must be very 
short to minimise switching spikes and 
avoid damage to the IC that might 
result if the two clock phases over- 
lapped. For these reasons the buffer 
stage has a low output impedance, and 
positive feedback is provided between 
the transistors (via R16 and R17) to 
achieve fast switching. 

The operation of the TDA 1022 has 
already been discussed and the only 
point of interest in this part of the 
circuit is P1, which is an offset control 
to set the DC bias conditions at the IC 
input. S1 provides switching for either 
phasing or vibrato modes. In the phasing 
mode the direct signal is summed with 
the delayed signal via R2, whereas in 
the vibrato mode only the delayed 
signal is used. Resistor R41 and capaci- 
tor C26 may be required if switching 
Clicks are audible. Note that they must 
be mounted ‘out-board’, as shown in 
figure 12. 
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Filtering to remove the residual clock 
frequency components is accomplished 
by an active low-pass filter built around 
IC2. The frequency response of this 
filter is shown in figure 10. 
Construction Parts list 
A printed circuit board and component Resistors: Capacitors: 
layout for the phasing and vibrato unit R1,R8 = 120k C1,C4 = 100 n 
are given in figure 11, and the con- ud 270 k C2 = 0 
struction should present few difficulties. 3,R24 =1 ke C3,C7 = 22 u/16 V 
т x R4 = 8 C5- 220p 
This p.c.b. is, of course, for only a Э) ۳: 
d Я R5,R22 = 2k7 C6=47p 
single channel, but if more than one R6 = 100 k C8,C9 = 68 p 
channel is required the only parts of the R7,R31 = 47 k C10,C11 = 220 ۷ 
circuit that must be duplicated are the R9 -82k 012613 = 680 n 
clock buffer stage, the TDA1022 and R10 = 180 k 614-1 
the low-pass filter. The vibrato oscillator R11,R12 = 56k C15,C18,C21,C25 = 10 ۷ 
and clock generator will serve for Я C16,C19,C22 = 447/16 V 
both channels, unless complete indepen- R14 = 608 C17,C20,C23 = 202/16 V 
R16,R17 = 3k3 C24 = 470 u/16 V 


dence is required. 


Operation 

For operation as an audio delay line 2 
is placed in position ext. ۱ and S1 in the 
vibrato position. The delay time is then 
varied simply by altering the clock fre- 
quency with P2. 

For a vibrato effect the internal vibrato 
oscillator may be switched in by S2, or 
an external oscillator may be fed into 
one of the input sockets. The vibrato 
frequency may be selected by S3 and 
adjusted by P4. A fast vibrato (S3 in 
position 3) usually sounds best, as a 
slow vibrato simply sounds like wow 
from an eccentric record. For the best 
effect the modulation depth (clock 
frequency deviation) should be kept 
low and a clock frequency of about 
100 kHz should be used. Over- 
modulation of the clock generator may 
cause it to cut out altogether. 

For phasing, on the other hand, (Sl 














R18,R19 = 220 2, ۷ 


R20,R21,R25 = 470 2 
R23 = 1002 

R26 = 22 к 
R27,R29,R38 = 9 
R28 = 1k5 

R30,R35 = 4k7 
R32,R33 = 27 k 
R34 = 10k 

836 = 15k 
R37=1M 

R39 = omitted 
R40,R41 = 10 M* 
P1 = 4k7, preset 
P2,P3 = 100 k, lin. 
P4 = 2 x 100k, lin. 


C26 = 330 n* 


Semiconductors: 
1С1 = TDA 1022 
1С2 = 741 

1С3 = 7474 

1С4 = XR 2207 
T1,T2,T3 = 2012219, 0 
T4,T5,T6 Р 

D1 = zener 5V6, 250 mW 





Switches: 
51,52,54 = single pole (SPST) 
53 = 3 pole 3 way 


* see text 
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Figure 10. Frequency response of the output 
filter. 


Figure 11. Printed circuit board and compo- 
nent layout for the phasing and vibrato unit. 


Figure 12. Note that the original component 
layout shows an older input switching arrange- 
ment. S1 and the additional components R41 
and C26 are mounted off the board, as shown 
here. 
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is phasing position). The clock fre- 
quency should be about 300 kHz and 
à greater modulation depth should be 
used at a lower frequency 


Other possibilities 

Another interesting possibility using the 
TDA 1022 is reverberation. Unfortu- 
nately, the delay obtainable with a 
single TDA 1022 at a reasonable signal 
bandwidth is insufficient for this pur- 
pose, so several must be cascaded. As 
these [C's are somewhat pricey this 
becomes an expensive proposition, but 
may be possible in the future if prices 
become more reasonable к 
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The Elektorscope is a dual-trace general purpose 
oscilloscope for the home constructor. In this 
design the accent has been placed on reliability, 
ease of construction and simplicity of operation, 
rather than on elaborate facilities that will 

rarely be used and extremely high performance 
circuits that the home constructor has not the 
equipment to calibrate. To simplify wiring, the 
oscilloscope is of modular construction, with 

Y amplifiers and timebase that plug into a 
motherboard containing most of the interwiring. 





This series of articles will proceed 
in the most logical order for the as- 
sembly of the oscilloscope, though it is 
recommended that construction is not 
commenced until the series is complete. 
The reader will then have a better idea 
of the complexity of the project, and 
will be able to order all the components 
at once, thus taking advantage of quan- 
tity discounts. 

Having first described the general layout 
of the Elektorscope, the remainder of 
this article will deal with the power 
supplies, since none of the other circuits 
may be tested until the power supplies 
are built. Choice of cathode ray tube 
(CRT) and tube bias circuits will also be 
discussed. The second article will deal 
with timebase and trigger circuits, and 
with the horizontal and vertical deflec- 
tion amplifiers. The final article will 
deal with the channel switching circuits 
and with general constructional and cali- 
bration details. 








General Layout 

The Elektorscope is a dual trace oscillo- 
scope. A single beam CRT is used, so 
the dual trace facility is achieved by the 
usual method of switching the beam 
betweem the Y1 and Y2 inputs. At low 
timebase speeds the input to the Y 
output stage is switched between the 
outputs of the two Y preamplifiers at 
high frequency so that the appearance is 
of two independent traces on the screen 
(chopped mode). At high timebase 
speeds this is no longer practical as the 
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Figure 1. Block diagram of the Elektorscope. 


Figures 2 and 3. Stal 
the Elektorscope. 





ized power supplies for 


chopping frequency would have to be 
extremely high (much higher than the 
timebase repetition frequency). Accord- 
ingly, the Y output stage is switched 
between the Y preamps on alternate 
sweeps of the timebase, so that on one 
sweep the waveform at the Y1 input is 
traced, and on the next sweep the 
waveform at the Y2 input is traced 
(hence alternate mode). The chopped or 
alternate mode is selected automatically 
depending on the position of the 
timebase switch. 





A block diagram of the Elektorscope is 
given in figure 1. Blocks ‘A’ are the two 
Y preamplifiers with input attenuators, 
fine sensitivity and position controls. 
Blocks ‘B’ are the electronic switches 
that select the output of either the Y1 
or Y2 preamplifier, and block C is the Y 
output amplifier, which provides a high 
voltage drive to the Y plates of the 
CRT. 

The electronic switches are controlled 
by a flip-flop, block ‘D’. In the chopped 
mode this is clocked by a high-fre- 
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quency square-wave oscillator, block However, the horizontal position this amplifier cuts off the CRT beam 


‘E’, while in the alternate mode it is 
clocked by flyback pulses from the 
timebase. The timebase consists of a 
linear ramp generator with selectable 
sweep speeds, block H. To obtain a 
stable trace the timebase must start each 
sweep at the same point on the Y input 
waveform, and this is the function of 
the trigger circuit, block G. The 
timebase may be triggered from the 
output of either the Yl or the Y2 
preamplifier, or from an external trigger 
source. The ramp output of the 
timebase is fed into the X output ampli- 
fier, which is in many respects similar to 
the Y output amplifier. 





control is incorporated in the X output 
amplifier, and the gain of the amplifier 
may be increased by a factor of five to 
expand the trace. The X amplifier may 
also be connected to the output of the 
Y1 preamplifier instead of to the 
timebase, so that the Yl input then 
becomes an X input, while the Y2 
preamp remains as the Y input. This 
avoids the necessity for a arate X 
input and X preamplifier, and gives the 
X input the same facilities as the Y 
input 

Flyback pulses from the timebase are 
used to drive the blanking amplifier, 
block F. During flyback the output of 








current so that the retrace does not 
appear on the screen. The blanking 
amplifier also has an external input for 
`Z' or brightness modulation of the 
trace. 


Power Supplies 


An oscilloscope employing all solid-state 
circuitry must invariably use a number 
of different supply voltages. In the days 
of valves most of the circuits ran at the 
same (high) voltage. In a solid-state 
oscilloscope the X and Y output 
amplifiers must still operate at high 
voltages, as must the CRT, but it would 
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be prohibitively expensive to use high 
voltage devices throughout the circuit 
Furthermore, if use is to be made of 
integrated circuits to simplify construc- 


tion then the situation is further 
complicated. Many linear circuits 
require a + 15 V supply, while 


logic circuits (TTL) require a +5 V 
supply. Fortunately, stabilized supplies 
may be constructed fairly simply using 
IC voltage regulators. 

The low voltage sections of the power 
supply. are given in figure 2. The + 15 V 
supplies for the Y preamps, electronic 
switches, timebase and blanking ampli- 
fiers are derived from a centre tapped 
18-0-18 V secondary winding on the 





transformer. This is rectified by Bl 
and stabilized by a 3501 dual regulator, 
using external series pass transistors to 
increase the output current capability. 
The * 5 V supply, which powers the 
logic circuits in the trigger and beam- 
switching sections of the oscilloscope, is 
derived from a single 8 V winding, the 
output of which is rectified by B2 and 
stabilized by a 5 V fixed regulator type 
L129. A 6.3 V winding provides the 
AC heater supply to the CRT. 

The high-voltage section of the power 
supply is shown in figure 3. The X and 
Y output stages require a + 150 V 
supply and this is provided by a A723 
regulator operating in a floating mode. 








4 


Figures 4 and 5. Printed circuit board and 
component layout for the stabilized supplies. 


Figure 6. The power supply board mounted 
in the chassis. 
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Table 1. Specifications and recommended operating conditions 


























| | 
Pant ne oom |focus | gridvoltage |X-deflection || Y defisction |hester | heater | overall | diameter | base 
facturer | anode | voltage | for cutoff [астог (V/cm) | factor (V/cm) |volts | amps | length 
voltage | 
Mullard 2 500V| 0-120 -50+-100V 37 [821 |63 | 03 |170mm | 70mm |B12A 
D7 -190GH | 1000V | 100-180 | max —35V 29 | ns 6:3 | 03 | 225mm | 75mm |special 14 pin 
D10-160GH | 1500V | 140-275 | max —50V 32 137 63 | 0.3 |260mm | 100mm |special 14 pin 
D13-480GH 2000V 220370 max -65V | 313 144 63 | 0.3 |310mm | 133mm |special 14 pin 
Telefunken |D7 -210 | 1000V | 100-180 | -15+-35۷ | 28 11.5 6.3 | 0.3 |220mm | 75mm |special 14 pin 
D13-620 | 2000V | 220-370 |-25+-65V | 28 14.5 63 Өз | |133mm [special 14 pin 











The maximum voltage between the V+ 
and V— pins of the 723 must not exceed 
40 V, so in this application the V— pin is 
connected not to ground but to the 
stabilized output. Zener diode D1 limits 
the voltage across the 723 to 36V. 
A series pass transistor T3 carries the 
output current and the difference 
between the unregulated input and 
regulated output voltages (about 75 V) 
is dropped across it. 

The final anode (EHT) voltage for the 


Figure 7. Biasing arrangement for CRT using 
1 kV supply. 


Table 1. Specifications of CRTs. 


Table 2. Values of bias components for the 
various CRTs that may be used. 








CRT is provided from a 700 V winding 








on the transformer. This is rectified to 
give -975 V and a voltage doubler is 
also provided to give —1950 V as an 
alternative, to suit different types of 
tube, as will be discussed later. 


WARNING 150V 


The high voltages used in the oscillo- 
scope, especially the final anode voltage 
are LETHAL. Extreme caution should 
be used when testing these circuits. The 
reservoir capacitors may hold a charge 
for several minutes after the supply has" 
been disconnected, especially if the 
power supply is not connected to the 
rest of the oscilloscope. 

Acquisition of a transformer with such a 
multiplicity of secondary windings 
may seem to pose a problem. Fortu- 
nately a special transformer is being 
custom-made for the Elektorscope, and 
readers are advised to look out for 
| announcements by suppliers in Elektor. 
Alternative transformers or combi- 
nations of transformers may be used, 
but the insulation. between windings 
must be of a very high standard in view 
of the high voltages involved. 


7b 





Construction 

The four stabilized supplies are 
mounted on a single printed circuit 
board, the layout of which is given in 
figures 4 and 5. The EHT supply circuit 
is mounted on another board, together 
with the CRT biasing circuits and the 
blanking amplifier. This board will be 
described during the discussion of the 


approximate voltages 










A= 115V 
B= 53V 
C =-660 V 
D=-840 V 
Е =-880 V 
F =-960 V 














CRT circuits. 


CRT Circuits 


The Elektorscope may be fitted with a 
variety of CRT's of the mono-acceler- 
ator type, i.e. those not having a post- 
deflection anode (PDA). These are the 
lowest cost type of oscilloscope tubes, 
have a relatively low final anode voltage 
and are simple to use, which makes 
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them ideal for the home-built oscillo- 
scope. Against this, they have limi- 
tations with respect to writing speed 
and hence bandwidth, and many of 
them (especially the very cheapest ones) 
do not have a flat face, which can be a 
slight inconvenience. 

Before looking at the various types of 
CRT and their biasing circuits it may be 
instructive, for the benefit of the less 
experienced constructor, to take a look 
at the general operating principles of a 
CRT. The CRT, as older readers may 
remember, is a modified form of 
thermionic valve. Looking at figure 7 it 
will be seen that the CRT possesses a 
heater, which heats up the cathode k, 
causing it to emit electrons. These ac- 
celerate through the grid g, under the in- 
fluence of an electric field caused by a 
high potential difference between the 
cathode and the anode system al - a4. 
However, unlike a conventional valve 
the electrons do not strike the anode, 
but pass through the anode system to 
impinge on the phosphor-coated screen, 
causing it to glow. The electrons then 
leak back to the anode along a graphite 
coating on the inside of the CRT. 

If the accelerating field were uniform 
the electrons would spread out due to 
mutual repulsion and would arrive at 
the screen in a diffuse cloud. However, 
the first three anodes are arranged to 
form an electron ‘lens’ which focusses 
the electrons into a narrow beam so 
that they form only a small spot on the 
screen. The ‘focal length’ of the lens can 
be altered by varying the potential 
difference betweem anode 2 and 
anodes 1 and 3. 


A CRT also possesses X and Y plates. 
By applying a potential difference 
between these plates an electric field 
may be created that will deflect the 
electron beam either horizontally across 
the screen (X deflection) or vertically up 
and down the screen (Y deflection). The 
sensitivity of a CRT is quoted in terms 
of volts per cm of deflection. This is 
usually of the order of a few tens of 
volts per cm, so to deflect the beam 
over the entire screen area the X and 
Y amplifiers must be capable of output 
swings of over 100 V. The Y plates, 
being mounted further away from the 
screen, are more sensitive then X plates 
Since, for a given deflection on the 
screen, the deflection angle subtended 
at the Y plates is less than that at the 
X plates. 

In some CRTs a fourth a 
present which acts as a s 
the X and Y plates. This is invariably 
connected internally to anodes 1 and 3 
and does not affect the biasing 
arrangements. 

As well as deflection of the beam in X 
and Y directions, a third form of modu- 
lation may be introduced by the grid. 


As in a conventional valve the beam 
current may be reduced by making the 
grid potential more negative than the 
cathode. This alters the brightness of 
the trace and is know as intensity or 
Z modulation. 











Table 2. 
































| | | DC working 
type EHT R6 | R3 | R7 P3 P4 voltage 
| | | ۷ 
D7-190 | | 
& 1000 V 470k | 1M5 1M5 220k | 220k 1000 V 
D7210 | MEE | 
013-480 | | 
& 1000۷ | 470k | 1M5 | 1M5 220k | 220k | 1000V 
D13-620 
D13620 | 2000۷ | 5 1M5 | 5 220k | 220k | ۷ 
DG732 | 1000V | 3M3 0 4701 | 470k | 470k 1000 V 
When biasing a CRT, care must be taken | Choice of CRT 


às to the potential of certian parts of 
the tube with respect to earth. For 
example if the tube were operated with 
the anodes at +EHT voltage then the 
inside of the screen would be at this 
potential, since it is connected to the 
anodes by the graphite coating. This 
would cause a buildup of static charge 
on the outside of the screen, and distor- 
tion of the trace would occur if an 
earthed object were brought near the 
screen. 

In addition the anodes must operate at 
around the same mean potential as the 
X and Y plates, as otherwise an electric 
field would exist between the anodes 
and the plates, giving rise to an asymmet- 
ric defocussing of the beam known as 
astigmatism. In the Elektorscope the X 
and Y amplifiers operate at an HT 
voltage of about 150 V, and the quiesc- 
ent output voltage on the X and Y 
plates is about half this. The anodes 
thus operate at around + 75 V, with the 
exeption of A2 the focussing anode. 
This voltage may be varied by the 
astigmatism control to reduce astig- 
matism to a minimum. The EHT voltage 
is thus a negative yoltage. 

What does all this add up to in terms of 
a practical circuit? Figure 6 gives a 
typical biasing circuit for a CRT. The 
voltages may vary for different CRTs 
that can be used, but the principle is the 
same. 


Anodes al, a3 and S] are connected to 
the slider of the astigmatism control, 
which is in the middle of a potential 
divider between + 150 V and ground. 
The voltage on the anodes may be 
varied between about +53 and 
+ 115 V. From ground a resistor chain 
R3 to R6 goes down to - EHT voltage, 
and the bias voltages are tapped off at 
various points along it. The potential on 
the focus anode may be varied between 
about -660 and -840 V by P2 and the 
cathode voltage is about -840 V also. 
The grid potential may be taken 
negative of the cathode potential by P4 
to vary the brightness of the trace, and 
there is also provision for a Z modu- 
lation input to be coupled in via C2. 
Finally, the EHT voltage at point F is 
about -960 V. Because of the high 
voltage dropped across R3 and RS three 
resistors in series are used instead of a 
single resistor, so that only about 220 V 
is dropped across each resistor. 
Capacitors СІ and C3 provide 
decoupling. 





A variety of CRTs may be used in the 
Elektorscope with only minor modifi- 
cations to the circuit. Different tubes 
may require varying final anode 
voltages, and may require differing bias 
voltages on the various electrodes. These 
differences can be accomodated simply 
by changing resistors in the bias chain 
and by selecting the most suitable EHT 
voltage (either -960 or -1950 V). 
Differences in X and Y plate sensitivity 
may be acommodated in various ways. 
Firstly, there is the obvious solution of 
altering the gain of the X and Y 
amplifiers to suit different CRTs. It is 
also possible to alter the X and Y sensi- 
tivity of the CRT by varying the final 
anode voltage. Sensitivities are quoted 
at a given final anode voltage. Increasing 
the final anode voltage (taking care not 
to exceed the maximum) will reduce the 
sensitivity, while reducing the final 
anode voltage will increase the sensi- 
tivity. However, too great a reduction in 
final anode voltage may cause an 
unacceptable decrease in trace bright- 
ness. 

The X or Y sensitivity for a given final 
anode voltage may be found from the 
following equation. 





where V; = new final anode voltage 
S2 = new sensitivity 
V, = quoted final anode voltage 
S, = quoted sensitivity. 


Choice of CRT 


The orginal Elektorscope prototype was 
built using the Mullard DG7-32 tube, as 
this is one of the least expensive tubes 
on the market. However, the useful 
Screen diameter of this tube is only 
65 mm which, although it makes for a 
very compact instrument, does mean 
that the size of the trace is limited. 
Those who can afford to do so may use 
a larger CRT, up to 13 cm diameter, but 
it must be remembered that the size of. 
the finished oscilloscope will also be 
much greater. A CRT with a 13 cm face 
is also correspondingly longer than a 
7 cm one, nearly twice as long 
(excluding expensive wide angle deflec- 
tion types). 

Table 1 gives details of CRTs that may 
be used in the Elektorscope, while 
Table 2 gives component values for the 
bias circuits. Readers may, of course, 
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wish to experiment with different 
CRTs, and to take advantage of the low- 
priced surplus tubes that sometimes 
appear on the market. However, we 
regret that we cannot advise on the use 
of any other tubes than the recommen- 
ded types and the reader must satisfy 
himself that any other type is suitable. 

For CRTs using a final anode voltage in 
excess of | kV, the biasing circuit of 
figure 8 should be used. Since capacitors 
with a working voltage greater than 
1 kV are rather difficult to obtain two 














capacitors in series are used for the 
decoupling capacitors and blanking 
amplifier coupling capacitors C2 and 
C3. For CRTs with a final anode voltage 
of less than 1 kV the circuit of 
gure 7 may be used. The operation of 
this circuit has already been described 
and the operation of the circuit of 
figure 8 is identical. Note that for 
the D13-480GH and D13-620 the pos: 
bility of operation from either EHT 
voltage is provided. 









Blanking Amplifier 

Figure 10 shows the circuit of the 
blanking amplifier, which performs 
several functions. Firstly, it provides a 
negative drive to the CRT grid during 
the timebase flyback period, thus 
cutting off the beam current and pre- 
venting the retrace from appearing on 
the screen. Secondly, it provides a nega- 
tive drive to the grid on the positive 
and negative-going edges of the chop- 
ping waveform when the oscilloscope is 





Figure 8. Biasing arrangement for CRT using 
2 КУ supply. 


Figure9. Pin configurations of CRTs that 
may be used in the Elektorscope. 


Figure 10. Circuit of the blanking amplifier. 




















approximate voltages 
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Elektorscope 
Specification 


All figures are typical and individual 
instruments may vary. 


DISPLAY 
Choice of round CRT in various sizes. 


VERTICAL DEFLECTION SYSTEM 
Туг identical channels, Y1 and Y 2. 
Bandwidth. 
DC coupled: DC - 2 MHz, —3 dB 
AC coupled: 3 Hz - 2 MHz, —3 dB 
Sensitivity: 10 mV/Div, to 30 V/Div. in 
1-3-10 steps. 
Accuracy: + 5 96 


Input Impedance: 1 M&/approx. 30 pF 
Maximum Input: 400 V DC or peak AC 


DISPLAY MODES 

Single Trace: Y1 or Y2. 

Dual Trace: chopped or alternate modes 
automatically selected depending on 
timebase range. Chop rate approx 
50 kHz. Y2 trace may be displayed in 
normal (positive up) or inverted mode. 

X ۰ Y mode: Y1 input may be switched 
over to give X deflection while Y2 
input gives Y-deflection. 


HORIZONTAL DEFLECTION 
Timebase: 500 ns/cm to 100 ms/cm in 
1-3-10 steps. 

Accuracy: + 10 % except on 100 ms, 
30 ms and 10 ms ranges. 

X expansion: x5 switch gives maximum 
speed of 100 ns/cm. 


TRIGGER 


Variable level control or automatic with 
bright line free run in the al 
ial 


ence of a 


Source: Y1 + or 




















As viewed from base end 
B12A base 


D7-190GH 
010-600 
019-4806 





As viewed from base end 
Special 14 pin base 





07-0 
013-0 
As viewed from base end 
Special 14 pin base 6028.9 




















operating in the chopped mode. This 
prevents a trace appearing on the screen 
as the beam switches between the two 
Y channels. The final function of the 
blanking amplifier is to provide an input 
for external Z modulation 

The blanking amplifier is, of course, not 
a linear amplifier but a pulse amplifier 
The input from the timebase is normally 
at a positive potential, transistor Tl is 
turned on and so is T2. During the 


flyback period the input from the 
timebase goes low, turning off Tl and 
T2, which provides а negative-going 


pulse to the grid of the CRT via C2 
Diode D1 in the CRT bias circuit acts as 
a clamp io prevent the grid potential 
exceeding the potential set by the 
brightness control when the output of 
the blanking amplifier is positive-going, 
as this would otherwise cause a 
bright-up of the trace. 

When the oscilloscope is operating in 
the chopped mode a pulse is fed to the 
blanking amplifier on each positive and 
negative-going edge of the chopping 
waveform to blank out the trace during 
switching. However, during the flyback 
period this is overridden by the flyback. 
This will be dicussed in greater detail 
when the mebase, trigger and 
switching circuits are described 
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Figures 11 and 12. 2 kV and 1 kV high volt- 
age boards. Each board can be laid out for 
either type of supply, but if the smaller board 
is used for a 2 kV supply then (rare) ۷ 
capacitors must be used. The component 
layout shown in figure 11 corresponds to the 
2 kV supply (figure 8), whereas the layout in 
figure 12 is for the 1 kV supply (figure 7). 


Construction 

The blanking amplifier is mounted on 
the same p.c. board as the EHT supply 
and CRT bias circuits. 

Two alternative board layouts are given. 
Figure 11 is intended for use with 13 cm 





CRTs and the arrangement of the 
potentiometers matches the layout of 
the faceplate for a 13 cm tube, which will 
be available from the EPS service. The 
board layout of figure 12 is intended for 
use with 7cm tubes, and again the 
layout matches the faceplate which will 
be available. 

However, for the benefit of the exper- 
imenter provision has been made in the 
layout for each board to have either a 
1kV or 2kV EHT supply, and it is 
essential that the board should be wired 
up to suit the tube to be used. Since 
7 cm tubes will generally be used with a 
1 kV supply no provision has been made 
on the smaller board for series connec- 
tion of capacitors C1 to C3 to obtain a 
higher voltage rating. If this board is 





used for a 2 kV supply then capacitors 
with a 2 kV rating must be obtained. 
The highest voltage across any poten- 
tiometer in the bias chain is less than 
200 volts, and any ordinary poten- 
tiometer of reasonable quality will 
withstand this voltage. However, in view 
of the high voltages at which the poten- 
tiometers operate with respect to 
ground, only types with plastic spindles 
should be used. 

(to be continued) 









Note All component lists will be given in the 
final part of this article. к 
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Sound effects are always popular. One of the 
most popular effects for ‘livening up’ disco- 
shows, films, etc., is the (police) siren. 

The crime series on TV have taught practically 
everybody the difference between the European 
two-tone siren and the banshee wail of the 
American version. The circuit described here can 


produce either sound. 


The basic principle of the siren is shown 
in the block diagram (figure 1). 

The first section is an oscillator (Astable 
MultiVibrator, or AMV). For the 
European siren, the square-wave output 
from this oscillator is fed direct to the 
control input of a Voltage Controlled 
Oscillator (VCO). This causes the VCO 
to switch to and fro between two fre- 
quencies. 


For the American siren, the output 
from the AMV is first passed through an 
integrating low-pass filter. The output 
from this stage is something mid-way 
between a sinewave and a triangular 
wave. When the VCO is driven by this 
signal, the result is a close approxi- 
mation to the noise made by the 
American cops. 

The complete circuit is shown in fig- 
ure 2, Transistors ТІ and T2 are the 
active elements in the AMV. With S1 in 
position *E' (for European) the time- 





determining elements are Pl, R2, R3 
and C2; Pl sets the 'switching fre- 
quency’, The time-determining elements 
for the American siren are P2, R3 and 
C2; P2 sets the ‘wailing speed’. Any 
number of additional preset potentio- 
meters can be added if further siren 
effects are required. 

The main components of the integrator 
are P3, R10, C5 and T3. РЗ sets the 
amplitude of the output signal from this 
stage, so it is used to set the difference 
between the highest and lowest fre- 
quency of the American siren. 


Transistors T4... T7 are the active 
elements in the VCO. The voltage at the 
control input (base of T6) determines 
the output frequency. For the American 
siren, the control voltage is the output 
from the integrator. Since this voltage 
swings up and down in the rhythm of 
the AMV, the output from the VCO will 
swing up and down in the same rhythm. 





1 











The centre frequency of this wailing 
siren is set with P6. 

For the European siren, the square-wave 
output from the AMV is fed direct to 
the VCO, causing the latter to produce 
two frequencies alternately. P5 sets the 
lower of the two, and P4 sets the differ- 
ence between them - so it can be used 
to set the higher frequency. 

The adjustment procedures for the two 
sirens are quite simple. 

For the European siren, first set the 
desired switching frequency with Pl. 
Then set the lower frequency with P5; 
finally, set the upper frequency with P4. 
The American siren is slightly more 
difficult to adjust. First set the 'wail 
speed' with P2. Then adjust P5 and P6 
to get the desired effect. Note that P3 
will need readjustment if the setting of 
P2 is altered. 

If more than one American siren is to be 
preset, an extra switch will be required 
between C3 and P3, so that it becomes 
possible to switch in several different 
presets for РЗ. 

Alternatively, normal potentiometers 
can be used with a calibrated scale. An 
almost infinite number of different 
sirens can then be ‘dialed in’. M 


Figure 1. Block diagram of the siren. 


Figure 2. Circuit diagram of the complete 
unit. The three switches can be coupled for 
ease of switching between the American and 
European type of siren. 


Figure 3. Printed circuit board and compo- 
nent layout. 





Resistors: 

R1,R16,R17 = 2 
R2,R3,R5,R20 = 100 k 
R4,R7,R10 = 10k 

| R6,R8,R9,R11,RT2,RT3 RIA = 1 k 





P1,P2 = 470 k (preset) 
P3 - 100 k (preset) 
P4 = 22 k (preset) 
P5,P6 - 4k7 (preset) 


Capacitors: 
C1 =22 u/6 V 

C2 = 1u5/63 V 
C3,C6 =47 u/16 V 
C4 = 470 u/6 V 
65,08 = ۷ 
C7 =680 n 


Semiconductors: 

T1,T3,T8 = TUN 

T2- TUP 

T4 ... T7 = BC547B, BC1078 or equ. 
D1... D4 = 1N4148 

Z1 = 4.7 ۷/250 mW zener 





Sundı 
S1 ... S. 





3-pole, 2-way (see text) 
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Variable persistance/ 
storage oscilloscope 


A new variable persistance/storage 
oscilloscope from Hewlett- 
Packard includes a number of 
features not normally found in 
instruments in this price range. 
This new product is part of a line. 
of low-cost scopes (the 1220 
series) entirely developed and 
manufactured at Hewlett- 
Packard's European Instrument 
Division in Boeblingen, Germany. 
The model 1223A includes a 
burn-resistant CRT and automatic 
storage control to make it easy to 
capture low rep-rate and single- 
shot waveforms for stored dis- 


pide wc > 


TZ 


| anical), ECG/EEG/muscle reac- 








play. The 15-MHz bandwidth and 
2 mV sensitivity make it ideal in 
education, medical, electro- 
mechanical, and many other 
applications. 

The 1223A combines the advan- 
tages of variable persistance, to 
integrate very-low-frequency or 
low-duty-cycle traces into clear 
displays, with the advantages of 
storage for single-shot events. 
Maximum stored writing speed is 
1 cm/us in the storage mode. | 
The 1223A auto-erase mode 
provides repetitive single-shot dis- 
plays for recurrent viewing of 
traces while also making it easy to 
set up the instrument for captur- 
ing single-shot events. An auto- 
store mode allows the scope to 
wait for an event and capture it 
when it occurs for a total of at 
least two hours. A variable con- 
trol for brightness of stored traces 
is included so a setting can almost 
always be found for optimum 
trace to background contrast. 
The 1223A is suited for vibration 
and shock analysis (electromech- 





tion analysis (medical), machine 
design and service (X-Ray and 
numerical control), as well as the 
design of low frequency filters 
and circuits for integrating and 
differentiating (research and edu- 
cation). 

The 1223۸ also includes TV sync, 
variable trigger holdoff, A + B 
modes, calibrated X-Y display, 
and selectable chop/alternate 
sweep operation. The instrument 
is supplied in an entirely closed 
metal cabinet. | 


Hewlett Packard, P.O. Box 349, 
CH-1217 Meyrin 1 Geneva, | 
Switzerland 





| less than + 2 percent drift in 


| tronic clock modules, which in- 
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Green response photocells 
A new series of green response 
silicon photocells has been added 
to the Spectra-Band series of 
photovoltaic devices available 
from International Rectifier 
Corporation. 

The new units, called Green Blaze 
Photocells, are specially designed 
for spectral response which is 
greatest in the green portion of 
the visible spectrum. The spectral 
response of the units resembles 

a broadened photopic curve, with 
a maximum response in the 
vicinity of 556 nanometers. 
Applications of the Green Blaze 
units are chiefly in photographic, 
photometer and visible band 
insolation measurement equip- 
ment. Temperature coefficient in 
the short circuit current operating 
mode is 0.2 percent per degree C, 
and operating temperatures for 
the new units are between -40 | 
and +125 degrees C. 

The new photocells are designed 
for long term stability to ensure 


current response over a period of 
two years. Units are available in 
standard optoelectronic cases or | 
in custom packaging or assemblies | 
at the customer's option. | 
Price for standard 1 cm x 1 cm 
Green Blaze Photocells is about 
$ 3.25 in quantities of 1,000. 
International Rectifier Corp., 
233 Kansas Street, El Segundo, 
California 90245, 4 





Digital clock 


A miniaturized electronic digital 
clock movement with a bright 
LED display showing numerals 
.84 inch high is now available in | 
quantity from National Semi- 
conductor. 

The model "MA1010" series eleo- 


clude a large-scale monolithic 
MOS integrated circuit, power 
supply and other discrete compo- 
nents on a single printed circuit 
board feature a four-digit .84 inch 
Light Emitting Diode (LED) dis- 
play. According to national, this 
represents a larger numeric dis- 
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INBE CHARACTERISTICS 


play than on any digital clock 
module previously manufactured. 
Another important factor is that 
the size of the entire module is 
not much larger than its display. 
"Its ideal for those manufac- 
turers who want a large numeric 
display but only have limited 
space for a clock movement. 
The user only needs to add a 
transformer and switches to con- 
struct a pre-tested digital clock 
for application in a clock radio, 
digital alarm clock or instrument 
panel clock. The module is also 
suitable for use in communi- 
cations and CB base radio 
stations, TV and stereo systems 
and medical instruments. 
Time-keeping may be done from 
inputs of either 50 or 60 hertz. 
Display formats of 12 and 

24 hours are available. 

Direct, non-multiplexed drive for 








the LED display eliminates RF 
interference, which makes the 
module easy and economical to 
use in clock radios and hifi 
systems. 

Features include indicators for 








ing colon to indicate interruption 
of power, "sleep" and "snooze" 
timers, and capability for a vari- 
able-brightness control. Time- 
setting is made easy for the user 
by providing "fast" and "slow" 
scanning controls. 

Alarm clock options include a 
transistor oscillator circuit that is 
capable of driving an 8 ohm loud- 
speaker, or may be used with an 
inexpensive carphone tye audio 
transducer. 

National Semiconductor GmbH 
Industriestraße 10 

D 8080 Fürstenfeldbruck 

West Germany 
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The new Maplin Catalogue 
is no ordinary catalogue... 






Catalogue includes a very wide range of 

components: hundreds of different capacitors; 

r rs; transistors; |.C’s; diodes; wires and 

discotheque equipment; organ components; 
= s units; microphones; turntables: 

li; test equipment; boxes and 

ənt cases; knobs, plugs and sockets; 


audio leads; switches; loudspeakers; books; tools — 
AND MANY MANY MORE. 








instrur 














— -1 
——— 


— — — = 
PY OF OUR CATALOGUE ۱ 








Our bi-monthly newsletter keeps you up to date with latest. 
guaranteed prices - our latest special offers (they save you 
pounds) - details of new projects and new lines. Send 30p 





for the next six issues (5p discount voucher with each copy). 
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